
E-5Wiring Device-Kellems
®

H-MOSS® Controls
Wall Switches
Featuring Adaptive Technology

AD2000W1

AD2000W1N 
AD2000W2N

AU2000W1

AU2000W2

AP2000W1

AP2000W2

•	 Adaptive technology - “Install and forget” operation
•	 All digital sensing technology
•	 Dual 120/277V AC operation. No neutral required
•	 Auto or manual “On” operating modes
•	 No minimum load requirements
•	 Hard lens (dual technology, passive infrared)
•	 Steel mounting strap

•	 Zero arc point switching 
•	 Built in photocell with manual super saver  

mode for daylight harvesting
•	 Bi-level switching or dual load control  

(2 or 2N suffix)
•	 cULus

Adaptive Technology

Dual (Ultrasonic and Passive Infrared)
1000 square foot coverage with photocell, 800W Incandescent, 1000W Fluorescent at 120V AC, 
1800W Fluorescent at 277V AC, 50/60Hz.

Single Circuit Dual Circuit

Description Color

1 button for  
manual/auto  
control 

Auto control  
with no button

2 buttons for 
manual/auto  
control

Auto control  
with no button

Dual (ultrasonic and  
passive infrared)

Black
Gray
Ivory
Light Almond
White

AD2000BK1
AD2000GY1
AD2000I1
AD2000LA1
AD2000W1

AD2000BK1N
AD2000GY1N
AD2000I1N
AD2000LA1N
AD2000W1N

AD2000BK2
AD2000GY2
AD2000I2
AD2000LA2
AD2000W2

AD2000BK2N
AD2000GY2N
AD2000I2N
AD2000LA2N
AD2000W2N

Note: Wallplate sold separately. Neutral wire versions available. Use ADN prefix when ordering. 
See pages E-16 and E-17 for coverage patterns and technical specifications.

Ultrasonic
400 square foot coverage with photocell, 800W Incandescent, 1000W Fluorescent at 120V AC,  
1800W Fluorescent at 277V AC, 50/60Hz.

Single Circuit Dual Circuit

Description Color

1 button for  
manual/auto  
control 

Auto control  
with no button

2 buttons for 
manual/auto  
control

Auto control  
with no button

Ultrasonic Black
Gray
Ivory
Light Almond
White

AU2000BK1
AU2000GY1
AU2000I1
AU2000LA1
AU2000W1

AU2000BK1N
AU2000GY1N
AU2000I1N
AU2000LA1N
AU2000W1N

AU2000BK2
AU2000GY2
AU2000I2
AU2000LA2
AU2000W2

AU2000BK2N
AU2000GY2N
AU2000I2N
AU2000LA2N
AU2000W2N

Note: Wallplate sold separately. Neutral wire versions available. Use AUN prefix when ordering. 
See pages E-16 and E-17 for coverage patterns and technical specifications.

Passive Infrared
1000 sq. ft. coverage with photocell, 800W Incandescent, 1000W Fluorescent at 120V AC,  
1800W Fluorescent at 277V AC, 50/60Hz.

Single Circuit Dual Circuit

Description Color

1 button for  
manual/auto  
control 

Auto control  
with no button

2 buttons for 
manual/auto  
control

Auto control  
with no button

Passive infrared Black
Gray
Ivory
Light Almond
White

AP2000BK1
AP2000GY1
AP2000I1
AP2000LA1
AP2000W1

AP2000BK1N
AP2000GY1N
AP2000I1N
AP2000LA1N
AP2000W1N

AP2000BK2
AP2000GY2
AP2000I2
AP2000LA2
AP2000W2

AP2000BK2N
AP2000GY2N
AP2000I2N
AP2000LA2N
AP2000W2N

Note: Wallplate sold separately. Neutral wire versions available. Use APN prefix when ordering. 
See pages E-16 and E-17 for coverage patterns and technical specifications.




