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NOTES: (UNLESS OTHERWISE SPECIFIED)
l. FOR USE WITH ALUMINUM AND COPPER WIRE
SOLID OR STRANDED.

1.80 ——

[45.72]

1.98
[50.20]

LIST OF PARTS

DESCRIPTION

MATERIAL

DRIVE SCREW

WIRE TERMINAL

SlEEL

ICONTACT PHASE

BRASS

PLASTIC

RETAINER 4W
GROUND CONTACT

BRASS

HOUS ING

PLASTIC

EYELET

GROUND SHUNT

BRASS

BRASS

TERMINAL SCREW

STEEL

ZINC

D

WNAOSHY “on “1vo w04 135S No1sNamia

O 318vdivday

X T1avHIVdIH-NON

1 |RELEASE PER DCN# 1345

O]&LZ. ™ 11/27/08
A DATE

=

SYM REVISIONS

THE DESIGN AND DIMENSIONS OF THE
PRODUCT SHOWN ON THIS DRAWING ARE
SUBJECT TO CHANGE WITHOUT NOTICE

TITLE

PANEL MOUNT RECEPTACLE

2. AWG WIRE RANGE: #4-#10 NEMA 14-50R

3. DIM'S ARE IN INCHES (MM} .

WIRING DEVICE-KELLEMS
TOLERANCES UNLESS
OTHERWISE SPECIFIED HUBBELL INCORPORATED
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