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Conduit Measuring Tape

Pro-Pull™ Rope
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• Low-friction polypropylene rope slides easily through conduit

• Non-sliver surface can be handled without gloves

• Will not rot or mildew

• Rugged, lightweight construction

Description Tensile Strength Length Cat. No.

1/4 in. 1,125 lbs. 250 ft./Reel 31-839
1/4 in. 1,125 lbs. 600 ft./Reel 31-840
1/4 in. 1,125 Ibs. 1,000 ft./Reel 31-841
3/8 in.† 2,430 lbs. 250 ft./Reel 31-844
3/8 in.† 2,430 lbs. 600 ft./Reel 31-845
3/8 in.† 2,430 lbs. 1,200 ft./Reel 31-846
1/2 in.† 3,780 lbs. 250 ft./Reel 31-849
1/2 in.† 3,780 lbs. 600 ft./Reel 31-850
1/2 in.† 3,780 Ibs. 1,200 ft./Reel 31-851
5/8 in.† 5,580 Ibs. 600 ft./Reel 31-853
5/8 in.† 5,580 Ibs. 1,200 ft./Reel 31-854
3/4 in.† 7,650 lbs. 300 ft./Reel 31-855
3/4 in.† 7,650 lbs. 600 ft./Reel 31-856
3/4 in.† 7,650 lbs. 1,200 ft./Reel 31-857

† Eye splice on working end.

• Provides quick and accurate measurement of conduit runs

• Easy-to-read markings in sequential one-foot increments

• 160 lb. tensile strength

• Pulls rope through raceways without stretching

• Will not rot or mildew

Description Length Cat. No.

Conduit Measuring Tape 3,000 ft. 31-347
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