Tools & Supplies

Grommets*

Universal Metal g
. . Stud Bushings \
B Installs instantly! Flexible
PVC grommets side slotted
1/16 in. for quick installation

B Non-metallic stud bushing fits ' 5
all hole configurations you are 4 =
likely to encounter in pre-punched —-’
steel studs =

B Snap into holes in electrical
boxes, sheet metal, auto

firewalls and more B Long pulls of cable slide smoothly through the bushing, make

a difficult job easier

B Prevents steel and other

sharp edge chafing of wire
insulation or cording

W Black, PVC, flexible, 60

. . . CODE VIOLATION
B Protects wire without falling out SHARP EDGE
of the hole NM CABLE

durometer

Common hole configurations
O | in metal studs.

Description | A | ] | C | D | E | Qty.

1/4” Grommets 916 | 37 | 1/4 | 28 | 3/32| 25 774116

3/8” Grommets 43/64 | 49 | 3/8 | 28 | 1/16 | 25 774137 i
1/2" Grommets 55/64 | 69 | 1/2 | 25 | 1116 | 25 774113 D
3/4” Grommets 15/64 | 1.0 | 3/4 | 31 [1/16 | 25 774136 ctI-

*Buchanan branded

Description | A | ] | C | )} | Qty. |Cal. No.
. Stud Bushing 5670 | 250 | 505 | 1.30 25 7722711

Spacer Shims*

B FEliminates the need to cut plate "
screws for “GFCI” decorator o :
devices when installing on tile, - !
marble, etc. ' T

M Supports loose outlets

B Prevents broken face
plates

M Snaps over #6, #8, #10 screws

B Also works as a shim

Description | Qty. | Cat. No.
Catepillar 5 772450
Catepillar 25 172451
Catepillar 500 772451

*Buchanan branded

Accessories






