
Miniature ø8-16mm AP Series 
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Miniature Pilot Lights

 Accessories — AP Series

Appearance Description Used With Part Number

Locking Ring 
Wrench

Made of metal. Used for tightening plastic locking ring 
during installation. Tightening torque should not exceed 
3kgf-cm

Ø 16mm units  MT-001

Ø 12mm units  MT-002

Ø 10mm units  MT-003

Ø 8mm units  MT-004

Mounting 
Hole Plug

Made of rubber. Fills unused mounting holes to provide IP65 
protection

Unused 8mm panel cutouts  AL-B8

Unused 10mm panel cutouts  AL-B1

Unused 12mm panel cutouts AL-B2

Unused 16mm panel cutouts AL-B6

Transformer 
Removal Tool

AP2 and AP6 snap on transformer 
and DC-DC converter

 MT-100

Replacement 
Lenses

Lenses (included with all units).

AP1M Flat  AP1M-L1-k

AP1M Dome AP1M-L2-k

AP2M Flat  AP2M-L1-k

AP2M Dome AP2M-L2-k

AP6M Flat  AP6M-L1-k

AP6M Dome AP6M-L2-k

Replacement 
Engraving Inserts

Allow legends under fl at lenses (included with all fl at lens 
models).

AP1M Flat AP1M-PN1W

AP2M Flat AP2M-P1-W

AP6M Flat AP6M-P1-W

1.  In place of k, specify the Lens Color Code.
2.  Internal LED is fi xed and cannot be removed or replaced.

k Lens Color Codes

Color Code

Amber A

Green G

Red R

Blue S*

White W

Yellow Y

 *Blue available in AP8/AP1 
series only.

 




