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PS5R-SC                                         PS5R-SD, -SE, -SF                           PS5R-SG   

                                                 A Mounting                                          B Mounting

 

PS5R-S Accessories

 

Appearance Description Part Number

 

Panel Mounting Bracket for 
PS5R-SC and PS5R-SD PS9Z-5R1C

Panel Mounting Bracket for 
PS5R-SE PS9Z-5R1E

Panel Mounting Bracket for 
PS5R-SF & PS5R-SG PS9Z-5R1G

DIN rail (1000mm) BNDN1000 

DIN rail end clip BNL5

Temperature Derating Curves
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Condition Natural Air Cooling 
(Operating Temperature means 
temperature in surrounded 
PS5R.) 

Make sure of convection in 
consideration of sufficient heat 
radiation. Do not block the 
opening of the switching power 
supply.

Keep at least 20mm clearance 
around the switching power 
supply, except for the opening.

All IDEC power supplies are listed to UL 508 which allows 
operation at 100% capacity inside a panel. This eliminates 
the need to use oversize power supplies or utilize two power 
supplies derated 50% of their rated output.

The charts above show that the PS5R Slim 30W/60W/90W 
(at 55ºC), 120W (at 40ºC), and 240W (at 45ºC) meet the ambi-
ent temperature required by the UL 508 and EN60950 stan-
dards to operate at an output current of 100%. The output 
current starts to derate beyond the required temperature.

Mounting Style B�
(Facing upward)

Vertical

Mounting Style A�
(standard)

Vertical

Accessories




