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ø22mm - HW SeriesSwitches & Pilot Devices

Jumbo Dome Pilot Lights (Assembled)

Plastic Bezel
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LED

Operator Only HW1P-5Q0

Full Voltage
24V AC/DC HW1P-5Q4-k 

Incandescent

Operator Only HW1P-5Q7*

Full Voltage
24V AC/DC HW1P-5Q7-k

1.  In place of k, specify the Lens/LED Color Code.
2. *Incandescent operator comes with bulb.
3.  Available with spring-up terminals in 24V only.
4. For nameplates and accessories, see page 630 and 633.
5. For dimensions, see page 635. 

k Lens/LED Color Code 
Color Code

Amber A

Green G

Red R

Blue S

White PW

Yellow Y

 
Jumbo Dome Replacement Parts    

Item Appearance Description Part Number

 Lens

Polycarbonate Lens

HW1A-P5k

LED Diffusing 
Lens* HW9Z-PP5C

LED Lamps LED Lamp LSTDB-2k 

1.  In place of k, specify the Lens/LED Color Code.
2. *Diffusing lens for LED models only. 
3.  Use white LED for yellow lens.

Lamp Ratings 
Part 
Number

Operating 
Voltage

Rated 
Current

Power 
Consumption

LED LSTDB-2
24V AC/DC ±10%

15mA 0.36W

Incandescent LSB-2 150mA 3.6W

Actual Size

Jumbo Dome

*Use PW for LED module, use C for lens.




