
Illuminated Pushbuttons (Assembled)

Shape Operation Operating  
Voltage

Contact 
Configuration Black Bezel Metallic Bezel Illumination Color  

Code k

Round Flush
CW0L-M1

(black bezel)

(metallic bezel)

Momentary

6V AC/DC

1NO CW1L-M1E10Q2k CW4L-M1E10Q2k

A: amber
G: green
PW: white
R: red
S: blue 
Y: yellow

1NC CW1L-M1E01Q2k CW4L-M1E01Q2k

1NO-1NC CW1L-M1E11Q2k CW4L-M1E11Q2k

2NO CW1L-M1E20Q2k CW4L-M1E20Q2k

2NC CW1L-M1E02Q2k CW4L-M1E02Q2k

12V AC/DC

1NO CW1L-M1E10Q3k CW4L-M1E10Q3k

1NC CW1L-M1E01Q3k CW4L-M1E01Q3k

1NO-1NC CW1L-M1E11Q3k CW4L-M1E11Q3k

2NO CW1L-M1E20Q3k CW4L-M1E20Q3k

2NC CW1L-M1E02Q3k CW4L-M1E02Q3k

24V AC/DC

1NO CW1L-M1E10Q4k CW4L-M1E10Q4k

1NC CW1L-M1E01Q4k CW4L-M1E01Q4k

1NO-1NC CW1L-M1E11Q4k CW4L-M1E11Q4k

2NO CW1L-M1E20Q4k CW4L-M1E20Q4k

2NC CW1L-M1E02Q4k CW4L-M1E02Q4k

100/120V AC

1NO CW1L-M1E10QHk CW4L-M1E10QHk

1NC CW1L-M1E01QHk CW4L-M1E01QHk

1NO-1NC CW1L-M1E11QHk CW4L-M1E11QHk

2NO CW1L-M1E20QHk CW4L-M1E20QHk

2NC CW1L-M1E02QHk CW4L-M1E02QHk

230/240V AC

1NO CW1L-M1E10QM4k CW4L-M1E10QM4k

1NC CW1L-M1E01QM4k CW4L-M1E01QM4k

1NO-1NC CW1L-M1E11QM4k CW4L-M1E11QM4k

2NO CW1L-M1E20QM4k CW4L-M1E20QM4k

2NC CW1L-M1E02QM4k CW4L-M1E02QM4k

Round Extended
CW0L-M2

(black bezel)

(metallic bezel)

Momentary

6V AC/DC

1NO CW1L-M2E10Q2k CW4L-M2E10Q2k

A: amber
G: green
PW: white
R: red
S: blue
Y: yellow

1NC CW1L-M2E01Q2k CW4L-M2E01Q2k

1NO-1NC CW1L-M2E11Q2k CW4L-M2E11Q2k

2NO CW1L-M2E20Q2k CW4L-M2E20Q2k

2NC CW1L-M2E02Q2k CW4L-M2E02Q2k

12V AC/DC

1NO CW1L-M2E10Q3k CW4L-M2E10Q3k

1NC CW1L-M2E01Q3k CW4L-M2E01Q3k

1NO-1NC CW1L-M2E11Q3k CW4L-M2E11Q3k

2NO CW1L-M2E20Q3k CW4L-M2E20Q3k

2NC CW1L-M2E02Q3k CW4L-M2E02Q3k

24V AC/DC

1NO CW1L-M2E10Q4k CW4L-M2E10Q4k

1NC CW1L-M2E01Q4k CW4L-M2E01Q4k

1NO-1NC CW1L-M2E11Q4k CW4L-M2E11Q4k

2NO CW1L-M2E20Q4k CW4L-M2E20Q4k

2NC CW1L-M2E02Q4k CW4L-M2E02Q4k

100/120V AC

1NO CW1L-M2E10QHk CW4L-M2E10QHk

1NC CW1L-M2E01QHk CW4L-M2E01QHk

1NO-1NC CW1L-M2E11QHk CW4L-M2E11QHk

2NO CW1L-M2E20QHk CW4L-M2E20QHk

2NC CW1L-M2E02QHk CW4L-M2E02QHk

230/240V AC

1NO CW1L-M2E10QM4k CW4L-M2E10QM4k

1NC CW1L-M2E01QM4k CW4L-M2E01QM4k

1NO-1NC CW1L-M2E11QM4k CW4L-M2E11QM4k

2NO CW1L-M2E20QM4k CW4L-M2E20QM4k

2NC CW1L-M2E02QM4k CW4L-M2E02QM4k

Specify an illumination color code in place of 1. k in the Part Number.
See page 16 for dimensions.2. 
See next page for replacement LED modules.3. 
A dummy block is installed when one contact block is used.4. 
Momentary: The contact operates when button is pressed and returns when released.5. 
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