
Pilot Lights (Assembled)

Shape Operating Voltage Black Bezel Metallic Bezel Illumination Color Code k

Round Flush
CW0P-1

(black bezel)

6V AC/DC CW1P-1EQ2k CW4P-1EQ2k

A: amber
G: green
R: red
S: blue
PW: white 
Y: yellow

12V AC/DC CW1P-1EQ3k CW4P-1EQ3k

24V AC/DC CW1P-1EQ4k CW4P-1EQ4k

100/120V AC CW1P-1EQHk CW4P-1EQHk

230/240V AC CW1P-1EQM4k CW4P-1EQM4k

Round Dome Lens
CW0P-2

(metallic bezel)

6V AC/DC CW1P-2EQ2k CW4P-2EQ2k

12V AC/DC CW1P-2EQ3k CW4P-2EQ3k

24V AC/DC CW1P-2EQ4k CW4P-2EQ4k

100/120V AC CW1P-2EQHk CW4P-2EQHk

230/240V AC CW1P-2EQM4k CW4P-2EQM4k

Specify an illumination color code in place of 1. k in the Part Number
See page 16 for dimensions.2. 
See page 18 for replacement LED modules.3. 
Two dummy blocks are installed.4. 

Voltage Code

6V AC/DC 2

12V AC/DC 3

24V AC/DC 4

100/120V AC H

230/240V AC M4

Pilot Lights

9
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