822mm - HW Series

Switches & Pilot Devices
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Mono Lever Switches 2-Position (Assembled) 2
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2-Position Mono Lever Switches Circuit Diagrams
Style Part Number Description 2 Position Left/Right
HW1M-F1010-20 Maintained up and down Circuit  Contact Mounting Position .
HW1M-F2020-20 Spring return up and down Number N, Left Center Right _%
HW1M-F1010-40 Maintained up and down 2 T HW-F10 X 0 0 o
w
HWIM HW1M-F2020-40 Spring return up and down 2 HW-F10 0 0 X 3
Standard Lever HW1M-F0101-20 Maintained right and left T HW-F10 X 0 0 &
HW1M-F0202-20 Spring return right and left - 2 HW-F10 0 0 X
HW1M-F0101-40 Maintained right and left 3 HW-F10 X 0 0 *
HW1M-F0202-40 Spring return right and left 4 HW-F10 0 0 X
HW1M-LF1010-20 Maintained up and down .
mamea tp " 2 Position Up/Down
HW1M-LF2020-20 Spring return up and down . L =
MW IVLLFI010.40 Maintained i Circuit  Contact Mounting Position 3
- - aintained up and down pr
S ntained up . Number No, Down Center Up
I HW1M-LF2020-4 ing ret
HW1IM L 020-40 pring return up and down 1 HW.FIO X 0 0
Interlocking Lever ' Hw1M-LF0101-20 Maintained right and left 20
: . 2 HW-F10 0 0 X
HW1M-LF0202-2 ing return right and left o
0202-20 pring return right and le 1 HWAFIO X 0 0
HW1M-LF0101-40 Maintained right and left
aintained right and le 2 | HweEo 0 0 X
HW1M-LF0202-40 Spring return right and left 40
3 HW-F10 X 0 0 -
1. All assembled part numbers in catalog include standard (HW-F...) contacts. S
A 2. Assembled units with spring-up terminals (HW-G...) can be ordered by removing an “F" 4 HW-F10 0 0 X =4
from the part number (Ex. HW1B-M1F11-R becomes HW1B-M111-R). g
3. Units with exposed screw terminals (HW-C...) must be ordered as sub-components. @
4. Additional contact configurations available (up to 6 total contacts).
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