SureCrimp® Copper Compression Lugs
FLSCO St Barel - 1 Holo, wiSight Hole (NEES)RotiS OIS

Conductor Range: 400kcmil - 2/0 Compliant  LISTED  oc

TYPE Features Benefits
* Manufactured from high strength seamless copper tubing e Offers maximum conductivity and excellent crimping characteristics
C SWS ® Electro-Tin plated ® Provides low contact resistance
e Chamfered entry ® For easy conductor insertion
® Color coded ® |dentifies the proper compression die
o Suitable for use in circuits rated 35KV or less, proper high * Application versatility
voltage spacing and insulation techniques must be used
e UL Listed and CSA Certified with ILSCO and major ® Reduces inventory requirements
competitor's compression tools
® UL467 Listed 500 kemil - 8 AWG , #8 - #2 SOL ® For grounding and bonding applications

® Rated to 90° C
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Stud Dimensions Die

Catalog Wire Alt Expanded* Bolt | Hole Color |Die

Number Size Wire Size Wire Range Size | Dia. A B C D G Code |Index | 0.D. |ID.
CsWs20-10 | 20AWG | 10 FLEX 20-4 AWG 10 fo2e os62 |o0750 |1708 [0811 |0258 |Black |15 |os62]0.437
CoWs-20-14 | 20AWG | 110 FLEX 2004 AWG us fozst [oss |0750 2021 [0811 [0320 |Black |45 0562|0437
CSWS-20-516 | 20AWG | 110 FLEX 2004 AWG 56 |0313 0875 [0750 2021 [0811 | 0352 |Black |-45 |os62]0.437
CSWS20-38 | 20AWG | 10 FLEX 20-4 ANG 38 o406 |0875 [0750 |2021 [0811 | 0414 |Black |-45 | 0562|0437
csws20-12 | 20AWG | 10 FLEX 200-4 AWG 12 |ose2 | 1250 |0750 |239% |0811 | 0546 |Black |45 |o0562]0.437
CSWS30-10 | 30AWG | 20 FLEX 3002 AWG 10 o219 | 0562 |0750 [1751 |08%5 | 0258 |Orange |150 | 0.609 | 0.484
cows-30-14 | 30AWG | 20FLEX 3002 AWG s o2 |osrs |0750 |2064 [0885 | 0320 |orange |150 | o0.609 | 0.484
CSWS-3/0516 | 30AWG | 200 FLEX 3002 AWG 516 |0343 | 0875 |0750 | 206 |0885 | 0352 |Orange |50 |0.609 |0.484
CSWS30-38 | 30AWG | 20 FLEX 3002 AWG 38 |o406 |os75 [o750 |2066 |0885 | 0414 |Orange |50 |o0.609 | 0484
CSWS30-12 | 30AWG | 20 FLEX 3002 AWG 1 fose2 [ 1250 |0750 |2439 [08%5 | 0566 |Orange [150 | 0.609 |0.484
CSWS-40-14 | 40AWG | 30 FLEX 40-1 AWG s fozsr oss |85 2241 [0999 [ 0320 |Purple [15¢ 0687|0546
CSWS-4/0516 | 40AWG | 30 FLEX 40-1 AWG 516 0343 | 0875 |0875 |2241 |0999 | 0352 |Purple |54 0687|0546
CSWS-4038 | 40AWG | 30 FLEX 40-1 AWG 38 |o06 |osrs [os7s |2201 [0999 | 0414 |Purple |54 |o0.687|0566
CSWS-40-12 | 40AWG | 30 FLEX 40-1 ANG 1 lose2 [ 1250 o875 |26%6 [09%9 | 056 |Purple |15 0687|0546
CSWS-250-516 | 250kemil | 4/0 FLEX 250kemil- 0 AWG | 56 |0343 | 0875 [1.063 |2469 [1.088 | 0352 |Vellow |62 |0.750 0593
CSWS-250-38 | 250kemil | 4/0 FLEX 250kemil- 10 AWG | 38 |0406 | 0875 [1.063 |2469 |1088 | 0414 |Yellow |-62 |0.750]0593
CSWS-250-12 | 250kemil | 4/0 FLEX 250kemil- 10 AWG | 12 |ose2 | 1250 [1063 |2844 [1.088 | 0546 |Vellow |62 |0.750 0593
CSWS-300516 | 300kemil | 250 G,H FLEX 300kemil-20 AWG | 5716|0343 | 0875|1063 [2525 |1189 | 0352 |white |re6 | 08120660
CSWS-30038 | 300kemil | 250 G,H FLEX 300kemil-20 AWG | 38 |0406 | 0875|1063 |2525 [1.189 | 0414 |white |r66 |0.812]0.660
CSWS-300-12 | 300kemil | 250 GH FLEX 300kemil-20 AWG | 12 |o562 | 1250 [1.063 2900 [1.189 | 0546 |white |-66 | 0.812]0.660
CSWS-30058 | 300kemil | 250 GH FLEX 300kemil-20 AWG | 58 |oes6 | 1437|1063 3087 [1.189 | 0671 |white |re6 |0.812]0.660
CSWS-350-38 | 350Kemil ggg'z"g't"oFLEX 350kemil-30 AWG | 38 [o0.406 | 0875 | 1063 | 2561 [1291 | 0414 |Red  [171 [0890]0703
CSWS-350-12 | 350Kemil ggg 'Z"B'EAOFLEX 3sokemil-30AWG | 12 |os62 | 1250 | 1063 |2936 [1291 | 0546 |Red 171 |05890]0703
CSWS-350-58 | 350Kemil ggg_'zl'g't"oFLEx 3s0kemil-30 AWG | 58 |o0656 | 1437 | 1063 [3123 [1291 | 0671 [Red |71 |0.890 0703
CSWS-40038 | 400Kemi g?g?l')"L'OKM FLEX | gookemil-40AWG | 38 |o406 | 0875 | 1188 [2730 |1365 | 0414 |Ble |i76 0937|0750
CSWS-400-12 | 400kemil g?gf,')"L'OKM FLEX | sookemil- 40 awG | 12 |ose2 | 1250 | 1188 |3105 |1365 | 0546 |Blue  [176 | 0937|0750
CSWS-400-58 | 400kemil g?g?t';'L'OKM FLEX | sookemil- 40 awG | 58 |o656 | 1437 | 1188 |3202 |1365 | 0671 |Ble  |176 |0937 {0750

All wire sizes, unless noted otherwise, are American Wire Gauge (AWG)

* When installed with specified dieless tools

+ See pages 87 to 93 for complete tooling information.

For Bent Tangs change the 4th letter to a B and add “-4” for 45 deg. or “-9" for 90 deg.
UL File E6207
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