
INSPECTABLE 
Pre-Insulated  
Mechanical 
Connectors

Performance 

Versatility  

Simplicity

Single- and Dual-Sided Entry Insulated Multi-Tap Connectors, 
and Two Wire In-line and Offset Insulated Splicer-Reducers 
with a Broad Wire Range of 750 kcmil to 14 AWG



More Wire Combinations. Less Hassle.  
More Versatility. Less Parts to Inventory. 
And That’s Good for Your Bottom Line.

ClearTap® Two Wire In-line and Offset Insulated Splicer-Reducers

ClearTap® Single- and Dual-Sided Entry Insulated Multi-Tap Connectors
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Catalog Figure No. Conductor Dimensions Hex
Number No. Of Ports Range L W H Size 

ECT-1/0 1 - 1/0-14 3.11 0.94 1.44 3/16

ECT-250 1 - 250kcmil-6 4.28 1.06 2.04 5/16

ECT-350 1 - 350kcmil-6 4.75 1.31 2.43 5/16

ECT-500 1 - 500kcmil-4 5.38 1.44 3.03 3/8

ECT-750 3 - 750kcmil-250kcmil 7.25 1.75 3.31 3/8

ECTO-4 2 2 4-14 1.17 1.25 1.31 1/8

ECTO-1/0 2 2 1/0-14 1.63 1.63 1.63 3/16

ECTO-3/0 2 2 3/0-6 1.89 1.68 1.86 1/4

ClearTap®

Two Wire In-Line and Offset
Insulated Splicer-Reducer Connectors
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453G

Features
• Broad wire range: 750kcmil-14
• UL Listed and CSA Certified for 600 volts, 90˚ C
• Dual rated
• Cold temperature rated to -45˚ C
• High dielectric strength plastisol
• Transparent cover
• Removable plugs
• Prefilled with De-ox®

Benefits
• Flexibility in the field
• Ensures reliability
• For copper or aluminum conductor
• Application variability
• Chemical resistant
• Inspectability
• Entry port closure
• Prevents oxides from forming

All wire sizes, unless noted otherwise, are American Wire Gauge (AWG)
Per NEC Article 310-316, allowable ampacities are as follows: #4-95 Amps, 1/0-170 Amps, 3/0-225 Amps, 250-290 Amps, 350-350 Amps, 500-430 Amps, 750-535 Amps
Replacement caps & plugs available. Consult Factory
Tested to UL 486A/B, UL File E6207
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ECTOECT

Conductor insertion and oxide inhibitor presence can be visually 
verified after installation.

Dual-sided entry application

ECTDECTS

ClearTap® insulated multi-tap 
connectors are now available in single 
and dual side entry as well as two 
wire in-line and offset configurations. 
ClearTap is UL Listed, CSA Certified, 
range-taking, and dual-rated for Class 
B & C copper and Class B aluminum 
conductors. Every conductor port is pre-
filled with ILSCO De-Ox® oxide inhibitor 
for high reliability and resistance to 
corrosion. With a conductor range of 
750kcmil – 14 the connectors are fully 
insulated with a transparent cover, 
eliminating the need for tape and 
allowing for easy visual inspection to 
ensure a safe and reliable connection.


