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Companion Flanges and Gaskets for V43, V46, and V47 Series Valves
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Description Selection Chart
Companion flanges and gaskets are sold individually or in kits. The kits  [Valve Size Valve Series
contain two flange gaskets, two cast iron flanges with NPT (National V43 Series |V46 Series |V47 Series

Pipe Thread), eight hex nuts, and eight machine bolts.

Flange Gaskets (One gasket per package)

Cast Iron 1-1/2in. — 246-423
- Flange (Two) 2in. 246-424
ange -
2-1/2in. 246-42
Gasket (Two) /2in . 6 5 .
Companion Flange Kits (See diagram)
1-1/2in. — KIT14A-612* KIT14A-612
Hex Machine 2in. KIT14A-613T KIT14A-613T KIT14A-613
Nut (Eight) Bolt (Eight) 2-1/2in. KIT14A-6141 KIT14A-6141 KIT14A-614
\l 3in. FLG15A-600T — —
4 4in. FLG15A-6011 — —

1. Commercial valves only
Companion Flange Kit

Repair Information

If the Companion Flanges and Gaskets for V43, V46, and V47 Series
Valves fail to operate within its specifications, replace the unit. For a
replacement flange or gasket, contact the nearest Johnson Controls®
representative.

The performance specifications are nominal and conform to acceptable industry standards. For applications at conditions beyond these specifications, consult the local Johnson Controls office.
Johnson Controls, Inc. shall not be liable for damages resulting from misapplication or misuse of its products. © 2015 Johnson Controls, Inc. www.johnsoncontrols.com
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