KONKORE FITTINGS®

RIGID - IMC

Universal Super Fitting™ 5 Piece Coupling Raintight

Applications

Used to join two lengths of conduit; couples conduit when conduit cannot be turned
Suitable for outdoor applications

Threaded GRC/IMC to uhreaded GRC/IMC

Threaded GRC/IMC to unthreaded GRC/IMC/EMT

Unthreaded GRC/IMC/EMT to unthreaded GRC/IMC/EMT

Features

« UL Listed for wet location

« Suitable for direct burial applications

« Permitted for use in Class | Division 2 locations per section 501.10(B)(1) of the NEC®
« Permitted for use in Class Il Division 2 locations per section 502.10(B)(1) of the NEC®

« Ease of installation/quick-connect No disassemblv reauired!
« Universal connecting - threaded to threaded, threaded to unthreaded ) y ,q ’
+ Self pipe alignment for a Raintight seal.

« Eliminates field threading

« Fit GRC/IMC/EMT (fits all UL approved metal pipe)
« 400 50% less weight

Standard Materials

Steel, Nylon, Neoprene

Standard Finish

Zinc Plated Threaded GRC/IMC to Threaded GRC/IMC Unthreaded GRC/IMC/EMT

Unthreaded GRC/IMC/EMT to Threaded GRC/IMC to Unthreaded GRC/IMC/EMT

Applicable Third Party Standards
o ULuslisted UL 5148; (22.2 No. 183-12 ’ ’

o UL Listed File # E207875
U.S. Patent No. 8.586.881

CATALOG REPLACES PART TRADE MASTER WEIS : :TPER

NUMBER NUMBER SIZE PACK (Ibs)
SRCKRSOKON* RCK50KON W 2.673 1.240 25 100 0.338
SRCKR75KON* RCK75KON %" 2.688 1.440 25 100 0.408
SRCKR100KON* RCK100KON 1" 2.966 1.720 10 50 0.508
SRCKR125KON* RCK125KON 1%" 3.368 2.070 5 25 0.800
SRCKRT50KON* RCK150KON 15" 3.444 2.320 5 25 0.939
SRCKR200KON* RCK200KON 2" 3.440 2.800 2 10 1.102
SRCKR250KON** RCK250KON 2" 4220 3.450 2 2 2.400
SRCKR300KON** RCK300KON 3" 4.260 4.080 1 1 3.000
SRCKR350KON** RCK350KON 3" 4.550 4.590 1 1 3.900
SRCKR400KON** RCK400KON 4" 4.600 5.090 1 1 4.400

* Use with Rigid, IMC
** Use with Rigid, IMC, EMT






