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Features
• HCS/HSS Furnished With Nut & Bolt
• Used on RMC, IMC, EMT,
• Rigid PVC Conduits

Standard Materials
Carbon steel
Stainless steel

Standard Finish
Zinc plated (only HCS)

Applicable Third Party Standards
• UL Standard: 2239
• UL Listed File # E213669

Miscellaneous
Carbon Steel and Stainless Steel Hangers

CATALOG 
NUMBER

TRADE 
SIZE

DIM 
A

DIM 
B

LOAD
RATING

MASTER
PACK

BOLT
SIZE

WEIGHT 
PER C

HCS0KON 1/2" 1.875 0.813 50 LBS. 500 1/4-20 8.1

HCS1KON 3/4" 2.188 1 50 LBS. 100 1/4-20 8.8

HCS2KON 1" 2.438 1.25 60 LBS. 100 1/4-20 10.6

HCS25KON 1-1/4" EMT 2.875 1.5 75 LBS. 100 1/4-20 12.5

HCS3KON 1-1/2" EMT - 1-1/4" RIGID 3.375 1.688 80 LBS. 100 1/4-20 15.0

HCS4KON 1-1/2" RIGID 3.375 1.938 80 LBS. 100 1/4-20 15.6

HCS5KON 2" 3.375 2.313 100 LBS. 50 1/4-20 18.8

HCS6KON 2-1/2" 4.563 2.875 125 LBS. 50 5/16-18 34.4

HCS7KON 3" 5.5 3.5 165 LBS. 50 5/16-18 40.0

HCS8KON 3-1/2" 5.813 4 200 LBS. 25 5/16-18 42.5

HCS9KON 4" 6.313 4.5 230 LBS. 25 5/16-18 45.0
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HSS0KON 1/2" 1.875 0.813 50 LBS. 100 500 6.6

HSS1KON 3/4" 2.188 1.000 50 LBS. 100 100 8.1

HSS2KON 1" 2.438 1.250 60 LBS. 100 100 10.0

HSS25KON 1-1/4" EMT 2.875 1.500 75 LBS. 100 100 12.5

HSS3KON 1-1/2" EMT - 1-1/4" RIGID 3.375 1.688 80 LBS. 100 100 15.0

HSS4KON 1-1/2" RIGID 3.375 1.938 80 LBS. 100 100 15.6

HSS5KON 2" 3.875 2.313 100 LBS. 50 50 18.1

HSS6KON 2-1/2" 4.563 2.875 125 LBS. 50 50 35.0

HSS7KON 3" 5.500 3.500 165 LBS. 25 50 40.6

HSS8KON 3-1/2" 5.813 4.000 200 LBS. 10 25 43.1

HSS9KON 4" 6.313 4.500 230 LBS. 10 25 46.9
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