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FS and FD Cast Device Box Covers and Gasket

Features
• Each cover comes with captive screws
• FSFDCS1KON & FSFDCA1KON - Raintight if used with FSFDCG1KON

Standard Materials
FSFDCSKON - Steel
FSFDCAKON - Aluminum
Gasket - Neoprene rubber

Standard Finish
Zinc plated

Applicable Third Party Standards
• CSA Standard: C22.2 No. 42.1
• UL 514D
• UL Listed File # E208392

Gasket

Steel

Unguarded square handle switch
Sheet steel

FSFDCS2KON
Blank cover for splices and taps

Raintight if used with FSFDCG1KON
Sheet steel

FSFDCS1KON

Duplex receptacle
Malleable iron

FSFDCS3KON

FSFDCG1KON
Gasket - Raintight if used with  
FSFDCS1KON, FSFDCA1KON  

& FSFDCM1KON
Neoprene rubber

CATALOG 
NUMBER

MASTER
PACK

WEIGHT 
PER C

FSFDCS1KON 25 18.1

FSFDCS2KON 25 15.6

FSFDCS3KON 25 12.5
FSFDCS4KON 25 11.9

CATALOG 
NUMBER

MASTER
PACK

WEIGHT 
PER C

FSFDCG1KON^ 25 3.5
^ UL Listing not applicable to this part

GFI receptacles
Sheet steel

FSFDCS4KON

Unguarded square handle switch
Sheet aluminum

FSFDCA2KON
Blank cover for splices and taps

Raintight if used with FSFDCG1KON
Sheet aluminum

FSFDCA1KON

Duplex receptacles
Sheet aluminum

FSFDCA3KON
GFI receptacles
Sheet aluminum

FSFDCA4KON

Aluminum

CATALOG 
NUMBER

MASTER
PACK

WEIGHT 
PER C

FSFDCA1KON 25 9.4

FSFDCA2KON 25 8.1

FSFDCA3KON 25 6.5
FSFDCA4KON 25 6.2




