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Contactor / Starter

Combination

None Without additional device

R Reversing

L With latch unit

B With metal enclosure & buttons

MB With plastic enclosure & buttons

M With plastic enclosure

D With delayed opening device

GM C 6 M R F 4P

Terminal type of Mini contactor

None Screw 

P Pin 

F Fast-on

C Cage clamp

Contactor type

None
Normal 

(9~800A)

M
Mini type 

(6~16A)

No. of pole

None 3pole 

4P 4pole 

Nominal rating

6 6A 

9 9A

: :

600 630A

800 800A

Device type 

C Contactor with AC coil

D Contactor with DC coil

S Starter, open

W Starter, enclosed

Thermal overload relay

GT K 12 M - -

Number of bimetal element for
Non-differential H type

None 2 elements

3 3 elements

Mounting

None
Standard 
(mount to contactor)

H Separate mountNominal rating

12 max 16A

22 max 22A

: :

600 max 800A

Protection type 

K
Differential 
current protection

H Non-differential

Relay type

None Normal (max. 800A)

M Mini type (max. 16A)

Contactor relays

4 D AC220V

Type No. contactor

4 4 contactors

6 6 contactors

8 8 contactors

Operation current

- AC coil

D DC coil

Operational voltage

AC 24~600V

DC 12~250V

Catalog numbering system

Contactors & Starters

Thermal overload relay

Contactor relay

GMR




