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Single Phase ODP Motors

Capacitor Start – General Purpose

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

t Catalog 
Number Model Number

App. 
Wgt. 
(lbs) Voltage

Over-
load 
Prot.

F. L. 
Amps @ 
230 V

Service 
Factor

"C"  
Dim. 

(Inches) YNotes

3 3600 56H 116706.00 √ M6C34DB75 39 230 Man. 15.0 1.00 12.38 S, US
3600 182T 131636.00 √ C182K34DB3 74 115/208-230 None 14.0 1.15 14.18 S, MX, 53
1800 184T 131534.00 √ C184C17DB19 69 115/230 None 16.9 1.15 14.19 S, MX
1800 184T 131561.00 √ P184C17DB21 76 115/230 Man. 16.9 1.15 14.19 S, MX
1800 184T 131851.00 C/A C184K17D0B40 72 208-230 Man. 13.7 1.15 15.22 S, MX, 53
1800 184T 131530.00 √ U184C17DB20 69 115/230 Auto. 16.9 1.15 14.19 S, MX

5 3600 56H 116708.00 √ P6K34DB26 45 230 Man. 20.8 1.00 13.34 S, US, 53
3600 184T 131616.00 √ C184K34DB3 84 208-230 None 22.0 1.15 14.69 S, MX, 53
3600 184T LM24681 C/A SS184D2S5T1C6008 78 208-230 None 24.0 1.15 14.72 S, MX, 53
1800 184T 131537.00 √ C184K17DB31 83 208-230 None 21.0 1.15 14.69 S, MX, 53
1800 184T LM24682 √ SSD4S5T1B6008 87 208-230 None 21.0 1.15 15.72 S, MX, 53
1800 184T 131560.00 √ C184K17DB32 82 208 None 23.2* 1.15 14.69 S, MX, 53
1800 184T 131622.00 √ P184K17DB33 82 208-230 Man. 21.0 1.15 14.69 S, MX, 53

7 1⁄2 3600 184T 132044.00 √ C184K34DB8 110 208-230 Tstat 31.0 1.15 16.69 S, MX, 53
3600 213T 140680.00 √ C213K34DB1 112 208-230 None 29.5 1.15 16.55 S, MX, 53
1800 215T 140155.00 √ C215K17DB2 113 230 None 36.0 1.15 17.26 S, MX, 53
1800 215T LM24683 √ SS15D4S7.5T1B6008 118 208-230 None 34.5 1.15 18.05 S, MX, 53

10 3600 215T 140681.00 √ C215K34DB1 135 208-230 None 37.0 1.15 18.05 S, MX, 53
1800 215TZ 140311.00 √ C215K17DB4 140 230 None 43.0 1.25 19.76 S, MX, 24, 53
1800 215 LM24684 √ SSD4S10T1B6008 140 208-230 None 44.0 1.15 19.29 S, MX, 53
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Specifications are subject to change without notice

t LM Numbers are Lincoln Models

Y Note listing on inside back flap

C/A - Check Availability

Single Phase – Drip-Proof – Rigid Base

* F.L. Amps at 208V




