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Single Phase TEFC Motors
  Premium Efficiency Motors

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

Catalog 
Number Model Number

App. 
Wgt. 
(lbs) Voltage

Over-
load 
Prot.

F. L. 
Amps @ 
230 V

Service 
Factor

% F.L. 
Eff.

"C"  
Dim. 

(Inches) Y Notes

 1/3 1800 56 113765.00 √ M6K17FB33 27 115/208-230 Man. 1.7 1.15 76 10.81 S, US
 1/2 1800 56 113766.00 √ M6K17FB34 30 115/208-230 Man. 2.5 1.15 78 11.31 S, US
 3/4 1800 56 113767.00 √ M6K17FB35 35 115/208-230 Man. 3.2 1.15 82 11.81 S, US

1 1800 56 113768.00 √ M6K17FB36 37 115/208-230 Man. 4.2 1.15 83 12.31 S, US
1 1/2 1800 56H 113769.00 √ M6K17FB37 43 115/208-230 Man. 6.5 1.15 84 13.31 S, US

2 1800 56HZ 113770.00 √ M6K17FB38 49 230 Man. 8.2 1.15 85 14.25 S, US
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Single Phase - TEFC - Rigid Base

Features:
• High starting torque
• Capacitor start / capacitor run designs for higher efficiency
• Reduced running amps
• Energy saving designs

Specifications are subject to change without notice

Green items are Premium Efficient Y Note listing on inside back flap

Single Phase TENV -  General Purpose

HP

SYN 
RPM  
60 Hz

NEMA 
Frame

Catalog 
Number Model Number

App. 
Wgt. 
(lbs) Voltage

Over-
load 
Prot.

F. L. 
Amps @ 
230 V

Service 
Factor

"C"  
Dim. 

(Inches) Y Notes

 1/6 3600 42 092011.00 √ C42C34NB1 16 115/208-230 None 1.0 1.00 9.56 S, US
1800 42 092012.00 C/A C42C17NB1 21 115/208-230 None 1.8 1.00 10.56 S, US

 1/4 3600 42 092013.00 C/A C42C34NB2 21 115/208-230 None 1.7 1.00 10.56 S, US
1800 48 100361.00 √ C4C17NB4 17 115/208-230 None 2.2 1.15 9.43 S, MX
1800 S56 102914.00 √ C4C17NH9 24 115/208-230 None 2.3 1.15 9.81 S, MX
1800 S56 102915.00 √ A4C17NH10 23 115/208-230 Auto. 2.3 1.15 9.81 S, MX

 1/3 3600 48 100362.00 √ C4C34NB2 24 115/208-230 None 2.0 1.00 9.93 S, MX
1800 S56 102912.00 √ C4C17NH7 25 115/208-230 None 2.6 1.15 10.81 S, MX
1800 S56 102913.00 C/A M4C17NH8 25 115/208-230 Man. 2.6 1.15 10.31 S, MX
1800 S56 102911.00 √ A4C17NH6 24 115/208-230 Auto. 2.6 1.15 10.31 S, MX

 1/2 3600 48 100366.00 √ C4C34NB3 27 115/208-230 None 2.9 1.00 10.43 S, MX
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Single Phase - TENV - Rigid Base

Specifications are subject to change without notice

Y Note listing on inside back flapC/A - Check Availability




