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Gearmotors 
PZ Series - Parallel Shaft

PZ SERIES - AC

P

115 Volts - TEFC - Single Phase

Y Note listing on inside back flapNote 12 - TENV
Specifications are subject to change without notice

Output 
RPM

F.L. 
Torque 
(Lb.In.)

Input 
HP

Catalog 
Number Model Number

Gearmotor 
Type & 
Frame

Ratio 
to 1

F.L. 
Amps 
115

Over-
hung 
Load 
(lb.)

Dimensions (inches)
Capacitor 
Mfd. 240 

VAC YNotesP X XL XH

2 100 1⁄150 M1125050.00 √ M31P17NZ1 PZ5-31 900 0.4 155 3.07 3.23 8.71 7.15 3 S, US, 12
9 100 1⁄15 M1125127.00 √ M31P17FZ1 PZ4-31 180 0.9 155 3.88 3.23 10.42 8.86 10 S, US, 13
19 100 1⁄15 M1125128.00 √ M31P17FZ2 PZ4-31 90 0.9 155 3.88 3.23 10.42 8.86 10 S, US, 13
28 100 1⁄15 M1125129.00 √ M31P17FZ3 PZ3-31 60 0.9 155 3.88 2.43 9.62 8.06 10 S, US, 13
57 56 1⁄15 M1125130.00 √ M31P17FZ4 PZ3-31 30 0.9 171 3.88 2.43 9.62 8.06 10 S, US, 13
94 36 1⁄15 M1125131.00 √ M31P17FZ5 PZ3-31 18 0.9 171 3.88 2.43 9.62 8.06 10 S, US, 13
142 24 1⁄15 M1125132.00 √ M31P17FZ6 PZ2-31 12 0.9 180 3.88 2.13 9.32 7.76 10 S, US, 13
283 12 1⁄15 M1125133.00 √ M31P17FZ7 PZ2-31 6 0.9 180 3.88 2.13 9.32 7.76 10 S, US, 13
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Gearmotors 
Inverter Rated - PZ Series - AC Gearmotors

Features:
• �Designed with the exclusive Inverter Rated Insula-

tion System (IRIS)
• �Provides superior protection against voltage spikes 

induced by variable frequency drives
• �Double shielded motor ball bearings
• �Needle bearings in the parallel shaft gearboxes
• �Ball bearings in the Right angle (worm) gearboxes
• �Steel conduit box provided as Standard.
• �Finished in high gloss hardened black enamel paint
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P240 SERIES – AC

Three Phase - 230 Volt - TENV - PZ Series

Y Note listing on inside back flapC/A - Check Availability
Specifications are subject to change without notice

Output 
RPM

F.L. 
Torque 
(Lb.In.)

Input 
HP

Catalog 
Number Model Number

Gearmotor 
Type & 
Frame

Ratio 
to 1

F.L. 
Amps 
230

Over-
hung 
Load 
(lb.)

Dimensions (inches)

YNotesP X XL XH

19 100 1⁄15 M1125282.00 C/A M31T17NZ26 PZ4-31 90 0.4 155 3.07 3.23 10.83 9.27 S, US
57 56 1⁄15 M1125283.00 √ M31T17NZ27 PZ3-31 30 0.4 171 3.07 2.43 10.03 8.47 S, US

142 24 1⁄15 M1125284.00 √ M31T17NZ28 PZ2-31 12 0.4 180 3.07 2.13 9.73 8.17 S, US
283 12 1⁄15 M1125285.00 √ M31T17NZ29 PZ2-31 6 0.4 180 3.07 2.13 9.73 8.17 S, US
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Three Phase - 230 Volt - TEFC - P240 Series

Y Note listing on inside back flapSpecifications are subject to change without notice

Output 
RPM

F.L. 
Torque 
(Lb.In.)

Input 
HP

Catalog 
Number Model Number

Gearmotor 
Type & 
Frame

Ratio 
to 1

F.L. 
Amps 
230

Over-
hung 
Load 
(lb.)

Dimensions (inches)

YNotesP X XL XH
16 391 1⁄6 M1145122.00 √ M38T17FZ12 P243-38 103 0.7 399 4.43 3.50 11.63 10.13 S, US
30 295 1⁄6 M1145123.00 √ M38T17FZ14 P243-38 58 0.7 330 4.43 3.50 11.63 10.13 S, US
60 157 1⁄6 M1145124.00 √ M38T17FZ15 P242-38 29 0.7 268 4.43 3.50 11.63 10.13 S, US
90 103 1⁄6 M1145125.00 √ M38T17FZ16 P242-38 19 0.7 330 4.43 3.50 11.63 10.13 S, US
156 60 1⁄6 M1145126.00 √ M38T17FZ17 P242-38 10.6 0.7 330 4.43 3.50 11.63 10.13 S, US

Application Notes:
• �Designed with high temperature insulation 

(Class F) to prevent overheating when operated  
with a PWM inverter down to a 10:1 speed 
range from the printed Gearmotor RPM

• �These gearmotors are designed for mounting at 
any angle, but motor below the reducer should 
be avoided to prevent leakage of lubricant into 
the motor should the motor shaft seal fail

• �Overhung load capacities shown are at center 
of output shaft

• �For additional information, see Bulletin 1830
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