Washguard® Motors
Washguard® Il Motors
Stainless Frame - Three Phase - Standard, EPAct & NEMA Premium Ratings

Typical applications include food processing areas requiring frequent
sanitation procedures using high pressure cleaning with concentrated
caustic solutions, areas of high humidity and in chemical environments.

Features:

* Paint free exterior

® BISSC certified for the Baking Industry

e Stainless Steel Output shafts

* Repositional drain plugs for all angle mounting
® Double Sealed bearings

¢ Output shaft seal

e Inverter Duty IRIS™ insulation system

Stainless Frame - TENV - C Face Less Base

SYN % App. F. L. "c"
RPM | NEMA Catalog S Wgt. Amps @ | % F.L. |Service| Dim.
HP | 60 Hz | Frame Number L] Model Number | (lbs) Voltage 230V Eff. | Factor |(Inches)] ®Notes
1/2 1800 | 56C  114394.00 v CZ6T17VC10 30 208-230/460 1.6 78.5 1.15 11.06 S, US, 12
"3/4 1800 | 56C 11439500 V. CZ6TI7VC11 ¢ 34 208-230/460 23 800 1.5 1156 S, US, 12
"1 800 | s6C  114437.00 V. CZ6T17VC12 44 208230460 3.0 815 115 1206 S,US, 12
1800 | 143TC 121109.00 v CZ143T17VC2 40 208-230/460 3.0 81.5 1.15 1213 S, US, 12
112 1800 | 56C 114581.00 V. CZ6T17WC14 45 208-230/460 4.4 840 115 1269 S,US, 13
1800 | 145TC G121350.00 v CZ145T17WC29 45  208-230/460 4.4 82.5 115 13.25 S, US, 13
T2 1800 | s6C 11458200 V. CZ6T17WC11 51 208-230/460 56 840 115 1369 S, US, 13
1800 | 145TC G121351.00 v CZ145T17WC30 52  208-230/460 5.6 84.0 1.15 13.75 S, US, 13
Note 12 - TENV ¥ Note listing on inside back flap

Specifications are subject to change without notice

Stainless Frame - TENV - C Face With Base

SYN % App. F.L. Ier
RPM | NEMA Catalog k] Wgt. Amps @| % F.L. Service| Dim.
HP | 60 Hz | Frame Number v Model Number | (Ibs) Voltage 230V | Eff. | Factor [(Inches)| ®Notes
1/2 1800 | 56HC 114560.00 v CZ6T17VK3 34  208-230/460 1.6 78.5 115 11.56 S, US, 6, 12
3/4 1800 | 56HC 11456100 . CZETI7VK4 38 208230460 23 800 115 1206 S, US,6,12
1 1800 | 56HC 11456200 V. CZ6TI7VKs < 45 208230460 23 815 1.15 1206 S, US,6,12
1800 | 143TC 121165.00 v CZ143T17VK2 45  208-230/460 2.3 81.5 1.15 1213 §, US, 12
112 1800 | 145TC 12191200 V. CZ145T14KW40 47 208-230/460 44 865 115 1325 S, US 13
"2 1800 | 145TC 12191300 V. CZ145T14WK41 54 208-230/460 56 865 125 1375 S, US, 13
Green items are Premium Efficient ¥ Note listing on inside back flap

Note 12 - TENV
Specifications are subject to change without notice
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