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7-49

Pushbuttons and selector switches
series dimensions [mm (in)]

7

LPX AU112
LPX AU113

LPX AU114
LPX AU115
LPX AU118

Ø2
9.

5
(1

.1
6”

)

10.8
(0.52”)

Pilot light head

LPL...

40.5
(1.59”)

11
(0.43”)Ø29

.5
(1

.16
”)

LED-integrated
monoblock pilot lights

LPM...

37.2
(1.29”)

15
(0.59”)Ø29

.5
(1

.16
”)

Monoblock buzzers

LPC ZS...

33.2
(1.31”)

29
.5

(1
.1

6”
)

37.2
(1.29”)

Monoblock
potentiometer

LPC PA...

Ø3
1

(1
.2

2”
)

13.7
(0.54”)

Rubber boot for flush
buttons

Shroud for mushroom-head latch buttons

LPX AU13...

Ø3
1

(1
.2

2”
)

18.2
(0.72”)

Rubber boot for
extended buttons

LPX AU14...

41.5
(1.63”)

Ø4
3

(1
.6

9”
)

Rubber boot for
mushroom-head buttons 

LPX AU167

6.
4

(0
.2

5”
)

49
(1.93”)

45
(1.77”)

8.
4

(0
.3

3”
)

Padlockable protection for
mushroom-head latch buttons

LPX AU158

30.7
(1.21”)

16.8
(0.66”)

55
.2

 (2
.1

7”
)

45
 (1

.7
7”

)

60.15 (2.36”)

25
.4

(1
”)

58
.3

 (2
.2

9”
)

35
(1.38”)

59
.3

 (2
.3

3”
)

75 (2.95”) 46.8 (1.84”)

Double/triple button boot

DIN rail adapter

LPX AU157

LPX AU159 LPX DIN

2727
(1.06”)

30
(1.18”)

48
 (1

.8
9”

)

15
.3

(0
.6

0”
)

Label holder

LPX AU105

26.5
(1.04”)

15
(0

.5
9”

)

1.5
(0.06”)

Label

LPX AU108

28
(1.10”)

30
(1.18”)

45
 (1

.7
7”

)

12
.4

(0
.4

9”
)

Label holder

LPX AU100

1.5
(0.06”)

27.5
(1.08”)

12
.1

(0
.4

8”
)

Label

LPX AU109
LM2T A...2...

Ø2
4

(0
.9

4”
)

Ø9
0 

(3
.5

4”
)

Plastick disk for mushroom-head pushbuttons

Ø6
0 

(2
.3

6”
)

Ø2
4

(0
.9

4”
)

21.3
(0.84”)

Ø2
9

(1
.1

4”
)

Threaded plug for
unused drilled holes

LPX A130

Knob selector
switch protection

LM2T AU185

83 (3.27”)

19
.2

(0
.7

5”
)

21
(0

.8
3”

)29
.5

(1
.1

6”
)

Communication interfaces LPC D...

CONTROL STATIONS WITHOUT ACTUATORS

Ø22.3
4.8

(0.19”)

Knockout for
M16/PG11

Knockout for
M16/PG11
(left side)

Knockout for
M20/M25/PG13.5/PG16

(on top and bottom)

4.8

(0.
19

”)

72 (2.83”)

56 (2.20”)

72
 (2

.8
3”

)

60.4 (2.38”)

60
.4

 (2
.3

8”
)

58 (2.28”)

45
 (1

.7
7”

)

Ø4.3(0.17”)

Ø4.3(0.17”)

35
(1

.3
8”

)

Ø22.3
(0.88”)

10
5,

4 
(4

.1
5”

)
90

 (3
.5

4”
)

11
7 

(4
.6

1”
)

Knockout for
M16/PG11

Knockout for
M20/PG13.5
(one/side)

Knockout for
M20/M25/PG13.5/PG16

(on top and bottom)

72 (2.83”)
60.4 (2.38”)
58 (2.28”)

4.8 (0.19”)

4.8

(0.
19

”)

Ø4.3(0.17”)

Ø4.3(0.17”)

56 (2.20”)

LPZ P1 A5...
LPZ P1 A8...

LPZ P2 A5...
LPZ P2 A8...

27.3
(1.07”)

Ø2
9.

5
(1

.1
6”

)

Selector switch actuators

Lever 
LPC S1...

Illuminated lever
LPC SL1...

Ø2
9.

5
(1

.1
6”

)

22.3
(0.88”)

25.2
(0.99”)

Key 
LPC S3...

29
.5

(1
16

”)

19.7
(0.77”)

32.6
(1.28”)

Long lever
LPC S2...

19.7
(0.77”)

25.7
(1.01”)

29
.5

(1
.1

6”
)

Knob
LPC S4...

54
 (2

.1
2”

)

29.5
(1.16”)

10.2
(0.40”)

Flush double-touch buttons
with or without light
indicator

LPC B71... -
LPC BL71...

54
 (2

.1
2”

)

29.5
(1.16”)

15.7
(0.62”)

Double-touch buttons with an
extended button with or without
light indicator

LPC B72... -
LPC BL72...

54
 (2

.1
2”

)

29.5
(1.16”) 10.2

(0.40”)

16.5
(0.65”)

Triple-touch button with
middle extended button

LPC B73...

55
(2

.1
6”

)

30

55
(2

.1
6”

)

24
.1

 (+
0.

4,
 -0

)
0,

95
” 

(0
.0

2,
 -0

”)

30
(1.18”)

30
(1.18”)

3.2 (+0.2, -0)
0.12”(+0.01”, -0”)

Ø22.3 (+0.4, -0)
Ø0.88”(+0.02”, -0”)

Drillings - Minimum recommended distances

LPX P01
M20

CH24

28
.1

(1
.11

”)
9

(0
.3

5”
)

Cable gland


