
2-32

Contactors
Dimensions [mm (in)]

2

THREE AND FOUR-POLE BG MINI-CONTACTORS AND CONTROL RELAY WITH AC OR DC COIL

BG... mini-contactors with screw terminals and RF...9 thermal relay

RF...9

44
(1.73”)

89.2
(3.51”)

3.2
(0.12”)

7.6
(0.30”)

34.9
(1.37”)

57
(2.24”)

50
(1

.9
7”

)

58
(2

.2
8”

)

4
(0

.16
”)

44
(1.73”)

94
.2

(3
.7

1”
)

BG... mini-contactors or control relay
44

(1.73”)
4.4

(0.17”)

8.5
(0.33”)

9.7
(0.38”)

4.4
(0.17”)

8.5
(0.33”)

8.5
(0.33”)

34.9
(1.37”)

57
(2.24”)

50
(1

.9
7”

)
58

(2
.2

8”
)

4
(0

.16
”)

Ø1
.4

 (0
.0

6”
)

44
(1.73”)

4.4
(0.17”)

8.5
(0.33”)

9.7
(0.38”)

4.4
(0.17”)

8.5
(0.33”)

8.5
(0.33”)

5.6
(0.22”)

57
(2.24”)

50
(1

.9
7”

)

58
 (2

.2
8”

)

53
(2

.0
9”

)

Ø

44
(1.73”)

4.4
(0.17”)

8.5
(0.33”)

9.7
(0.38”)

4.4
(0.17”)

8.5
(0.33”)

8.5
(0.33”)

34.9
(1.37”)

57
(2.24”)

50
(1

.9
7”

)
58

(2
.2

8”
)

4
(0

.16
”)

BGF...
with Faston terminals

BGP... 
with rear PCB solder pins

BF50 00 - BF65 00 - BF80 00 - BF95 00 - BF110 00 three poles
with RF...95 3 thermal relay

RF...95 3RF...95 3

75
(2.95”)

6
(0

.24
”)

18
2

(7
.1

6”
)

23.5
(0.92”)

14
(0.55”) 113.5

(4.47”)

111
(4.37”)

55
(2.16”)

24.6
(0.97”)

16.5
(0.65”)

11
2

(4
.4

1”
)

12
4

(4
.8

8”
)

BF50 40 - BF65 40 - BF80 40 - BDF80 40 four poles

98
(3.86”)

6
(0

.24
”)

23.5
(0.92”)14

(0.55”)
107

(4.21”)

78
(3.07”)

11
0

(4
.3

3”
)

12
4

(4
.8

8”
)

BF26 T...A - BF38 T...A four poles

61
(2.40”)

90
(3

.5
4”

)

4.2
(0

.17
”)14.6

(0.57”)
90

(3.54”)

35
(1.38”)

80
(3

.1
5”

)

7.9
(0.31”)

15.9
(0.62”)

BF26A - BF32A - BF38A three poles
with RF...38 thermal relay

RF...38RF...38

45
(1.77”)

81.5
(3.21”)

7.9
(0.31”)

90
(3

.5
4”

)

4.2
(0

.17
”)

13
4.

8
(5

.3
1”

)

14.6
(0.57”)

90
(3.54”)

35
(1.38”)

80
(3

.1
5”

)

7.9
(0.31”)

14.6
(0.57”)

BF CONTACTORS WITH AC COIL

BF00A... control relay
BF09T...A - BF12T...A - BF18T...A four poles

45
(1.77”)

81
(3

.1
9”

)

4.2
(0

.17
”)6.2

(0.24”)
10.9

(0.43”)
80.7

(3.18”)

35
(1.38”)

71
(2

.7
9”

)

BF09A - BF12A - BF18A - BF25A three poles
with RF...38 thermal relay

RF...38RF...38

45
(1.77”)

81.2
(3.20”)

7.9
(0.31”)

81
(3

.1
9”

)

4.2
(0

.17
”)

12
6

(4
.9

6”
)

6.2
(0.24”)

10.9
(0.43”)

14.6
(0.57”)

80.7
(3.18”)

35
(1.38”)

71
(2

.7
9”

)

� Recommended PCB drillings 1.7-2mm.



2-33

Contactors
Dimensions [mm (in)]

2

THREE AND FOUR-POLE CONTACTORS IN DC
BF09... - BF12... - BF18... - BF25...D and L three poles 
with RF...38 thermal relay

RF...38RF...38

45
(1.77”)

4.2
(0

.17
”)

35
(1.38”)

7.9
(0.31”) 14.6

(0.57”)

10.9
(0.43”)

6.2
(0.24”)

12
6

(4
.9

6”
)

81.2
(3.20”)

81
(3

.1
9”

)

98.5
(3.88”)

71
(2

.7
9”

)

BF00...D and BF00...L control relays
BF09 T... - BF18 T... D and L four poles 

10.9
(0.43”)6.2

(0.24”)

45
(1.77”)

Ø4.2
(0

.17
”)

35
(1.38”)

71
(2

.7
9”

)

81
(3

.1
9”

)

98.5
(3.88”)

BF26... - BF32... - BF38... D and L three poles 
with RF...38 thermal relay

RF...38RF...38

45
(1.77”)

4.2
(0

.17
”)

35
(1.38”)

7.9
(0.31”)

14.6
(0.57”)

13
4.

8
(5

.3
1”

)

81.2
(3.20”)

90
(3

.5
4”

)

107.5
(4.23”)

80
(3

.1
5”

)

14.6
(0.57”)

7.9
(0.31”)

BF26 T... - BF38 T... D and L four poles

4.2
(0

.17
”)

35
(1.38”)

14.6
(0.57”)7.9

(0.31”)

61
(2.40”)

15.9
(0.62”)

90
(3

.5
4”

)

107.5
(4.23”)

80
(3

.1
5”

)
BF50C 00 - BF65C 00 - BF80C 00 - BF95C 00 - BF110C 00 three poles 
with RF...95 3 thermal relay

RF...95 3

75
(2.95”)

23.5
(0.92”)

14
(0.55”)

18
2

(7
.1

6”
)

24.6
(0.97”)

16.5
(0.65”)

6
(0

.24
”)

55
(2.16”)

11
2

(4
.4

1”
)

12
4

(4
.8

8”
)

150.5
(5.92”)

149.5
(5.88”)

BF65C 40 - BF80C 40 - BFD80C 40 four poles

98
(3.86”)

6
(0

.24
”)

23.5
(0.92”)

14
(0.55”) 144

(5.67”)

78
(3.07”)

11
0

(4
.3

3”
)

12
4

(4
.8

8”
)



2-34

Contactors
Dimensions [mm (in)]

2

B CONTACTORS WITH AC/DC COIL

B115 - B145 - B180 three poles
with RF...200 thermal relay

B115 4 - B145 4 - B180 4 four poles

M6

M8

BA

120
(4.72”)

40
(1.57”)

40
(1.57”)

32
2

(1
2.

68
”)

40
(1.57”)

40
(1.57”)

20
(0.79”)

127.5
(5.02”)

Ø7.5
(0

.29
”)

90
(3.54”)

184
(7.24”)

114
(4.49”)

4
(0.16”)

56.5
(2.22”)

166.1
(6.54”)

12
0

(4
.7

2”
)

15
0

(5
.9

0”
)

17
0

(6
.6

9”
)

15
0

(5
.9

0”
)

17
0

(6
.6

9”
)

CONTACTOR TYPE A B

B115 M6 15 (0.59”)

B145 M8 20 (0.79”)

B180 M8 20 (0.79”)

M6

A B

12
0

(4
.7

2”
)

15
0

(5
.9

0”
)

17
0

(6
.6

9”
)

184
(7.24”)

114
(4.49”)

4
(0.16”)

17
0

(6
.6

9”
)

15
0

(5
.9

0”
)

Ø7.5
(0

.29
”)

130
(5.12”)

40
(1.57”)

40
(1.57”)

40
(1.57”)

160
(6.30”)

CONTACTOR TYPE A B

B115 M6 15 (0.59”)

B145 M8 20 (0.79”)

B180 M8 20 (0.79”)



2-35

Contactors
Dimensions [mm (in)]

2

B250 - B310 - B400 three poles
with RF...420 thermal relay

B250 4 - B310 4 - B400 4 four poles

M8

M10

M10X35

145
(5.71”)

47.5
(1.87”)

47.5
(1.87”)

Ø10
 (0

.39
”)

25
(0.98”)

145
(5.71”)

47.5
(1.87”)

47.5
(1.87”)

25
(0.98”)

110
(4.33”)

37
0

(1
4.

57
”)

18
0

(7
.0

9”
)

20
4

(8
.0

3”
)

225
(8.86”)

144
(5.67”)

5
(0.20”)

166.1
(6.54”)

56.8
(2.24”)

14
0

(5
.5

1”
)

17
9

(7
.0

5”
)

20
4

(8
.0

3”
)

M8

192.5
(7.58”)

47.5
(1.87”)

47.5
(1.87”)

Ø10
 (0

.39
”)

25
(0.98”)

47.5
(1.87”)

157.5
(6.20”)

18
0

(7
.0

9”
)

20
4

(8
.0

3”
)

14
0

(5
.5

1”
)

17
9

(7
.0

5”
)

20
4

(8
.0

3”
)

225
(8.86”)

144
(5.67”)

5
(0.20”)

M10X35



2-36

Contactors
Dimensions [mm (in)]

2

B500 - B630 three poles

B500 4 - B630 4 four poles

A

M10

B

C

194
(7.64”)

65
(2.56”)

65
(2.56”)

Ø12
 (0

.47
”)

150
(5.90”)

27
0

(1
0.

63
”)

23
0

(9
.0

5”
)

263
(10.35”)

177.5
(6.99”)

6
(0.24”)

17
0

(6
.6

9”
)

23
0

(9
.0

5”
)

CONTACTOR TYPE A B C

B500 M10 35 (1.38”) 265 (10.43”)

B630 M12 40 (1.57”) 270 (10.63”)

CONTACTOR TYPE A B C

B500 M10 35 (1.38”) 265 (10.43”)

B630 M12 40 (1.57”) 270 (10.63”)

M10

A B

259
(10.20”)

65
(2.56”)

65
(2.56”)

27
0

(1
0.

63
”)

65
(2.56”)

Ø12
 (0

.47
”)

215
(8.46”)

23
0

(9
.0

5”
)

263
(10.35”)

177.5
(6.99”)

6
(0.24”)

C17
0

(6
.6

9”
)

23
0

(9
.0

5”
)



2-37

Contactors
Dimensions [mm (in)]

2

B630 1000 three poles

M12

M10

Ø12
 (0

.47
”)

150
(5.90”)

23
0

(9
.0

5”
)

194
(7.64”)

60
(2.36”)

65
(2.56”)

65
(2.56”)

47
6

(1
8.

74
”)

27
0

(1
0.

63
”)

17
0

(6
.6

9”
)

23
0

(9
.0

5”
)

263
(10.35”)

207.6
(8.17”)

6
(0.24”)

147.2
(5.79”)

B630 1000 four poles

M12

M10

259
(10.20”)

60
(2.36”)

65
(2.56”)

65
(2.56”)

47
6

(1
8.

74
”)

65
(2.56”)

Ø12
 (0

.47
”)

215
(8.46”)

23
0

(9
.0

5”
)

27
0

(1
0.

63
”)

263
(10.35”)

207.6
(8.17”)

6
(0.24”)

147.2
(5.79”)

17
0

(6
.6

9”
)

23
0

(9
.0

5”
)



2-38

Contactors
Dimensions [mm (in)]

2

B115 - B145 - B180 - B250 - B310 - B400 - B500 - B630 - B630 1000 - B1250 - B1600

10
(0.39”)

A

B

Minimum space needed to replace the coil.

If dimension B is respected, coil replacement is
possible without removing power wiring.

              B115-B145-B180   B250-B310-B400   B500÷B630 1000
     A           120 (4.72”)            145 (5.71”)            170 (6.69”)
     B           100 (3.94”)            110 (4.33”)            160 (6.30”)

B1250 - B1600 three poles

540
(21.16”)

500
(19.68”)

M12

288
(11.34”) 10

(0.39”)

80
(3.15”)

40
(1.57”)

130
(5.12”)

36
0

(1
4.

17
”)

32
0

(1
2.

60
”)

M12

670
(26.38”)

630
(24.80”)

80
(3.15”)

40
(1.57”)

130
(5.12”)

36
0

(1
4.

17
”)

32
0

(1
2.

60
”)

288
(11.34”) 10

(0.39”)

B1250 - B1600 four poles

Minimum safety distance 
from metal parts.




