Hazardous Duty™ Explosion Proof, Three Phase
Class | Group D (Group C as noted), Class Il Groups F & G, C-Face

Applications: For use on fans, blowers, pumps, compressors, machine tools, and other equipment
installed in hazardous environments as defined by the motor's explosion proof class
and group rating. Consult the National Electrical Code and your local regulations for
the proper selection of motors in hazardous locations.

Features: 56 Frame 143-256TC

Frame Construction Rolled Steel Cast Iron "Blue Chip”

Thermal Protection

Auto Overload

T-Stats

= Class/Group Class I, Groups C & D, Class I, Group D
o0 Class Il, Groups F & G Class Il, Groups F & G
& Temperature Code T3B 3B
= Conduit Box Shipped Loose Installed
= Service Factor 1.0 1.0
= UL File E12044 E12044
= CSA File LR47504 LR47504
- HP | RPM VOLTS |[FRAME| BRGS. |OVER | CAT. MODEL |CT SPEED| LIST | MULT. | NOM. FL. APPROX. | «C” | FOOT
LOAD NO. NO. RANGE | PRICE|SYMB.| EFF. | AMPS WngT- DIM. | NOTES
1/4 1800 208-230/460 56C BALL AUTO G827% 56T17E5310  ---- 71.0 1.1-1.1/055 25 11.97 CD\N
1800 575 56C BALL AUTO G842 56T17E5312  ------ 71.0 0.43 25 11.97 CD,N
1/3 1800 208-230/460 56C BALL AUTO G828 56T17E5311  ------ 745 1.3-1.2/06 25 11.97 CD,N
1800 575 56C BALL AUTO G843% 56T17E5313 W ------ 74.5 0.50 25 11.97 CD,N
1/2 1800 208-230/460 56C BALL AUTO G829% 56T17G5315 — - 68.0 23-24/1.2 28 1394 CD
1800 575 56C BALL AUTO G844 56T17G5318  ------ 68.0 1.0 28 1394 CD
3/4 1800 208-230/460 56C BALL AUTO G840% 56T17G5316  ------ 755 29-3.01.5 29 1394 CD
1800 575 56C BALL AUTO G8454« 56T17G5319 @ ------ 75.5 1.2 29 1394 CD
1 1800 208-230/460 143TC BALL TSTAT C320% 143TTGN7062 10:1 770 35-36/1.8 55 12.98 1820
1800 208-230/460 56C BALL AUTO G841% 56T17G5317  ------ 770 35-36/1.8 32 1394 CD
1800 575 56C BALL AUTO G846 56T17G5320  ------ 77.0 1.45 32 1394 CD
11/2 3600 208-230/460 143TC BALL TSTAT C301 143TTGN7020  10:1 80.0 4.9-50R25 54 1298 1820
1800 208-230/460 145TC BALL TSTAT C321% 145TTGN7337  10:1 80.0 4.8-4824 61 13.98 1820
2 3600 208-230/460 145TC BALL TSTAT C302 145TTGN7022 21 80.0 6.4-6.2/3.1 59 13.98 1820
1800 208-230/460 145TC BALL TSTAT (C322% 145TTGN7338 10:1 815 6.2-6.2/3.1 65 13.98 1820
3 3600 230/460 182TC BALL TSTAT C303* 182TTGS7315  10:1 82.5 7.8/3.9 119 15662 20
1800 230/460 182TC BALL TSTAT C323% 182TTGS7068 2:1 78.5 8.8/4.4 112 15.62 20
5 3600 230/460 184TC BALL TSTAT C304#* 184TTGS7313 21 84.0 12.06.0 128 16.62 20
1800 230/460 184TC BALL TSTAT C324#* 184TTGS7072 2:1 84.0 134/6.7 132 1662 20
7 1/2 3600 230/460 213TC BALL TSTAT C305#% 213TTGS7304 21 84.0 19.8/09 1283 1950 20
1800 230/460 213TC BALL TSTAT C325% 213TTGS7067 2:1 875 20.0/100 142 1950 20
10 3600 230/460 215TC BALL TSTAT C306% 215TTGS7024 2:1 86.5 25.2/126 161 21.00 20
1800 230/460 215TC BALL TSTAT C326% 215TTGS7065 2:1 875 26.0/130 154 21.00 20
15 3600 230/460 254TC BALL TSTAT C307 254TTGP7021 21 855 38.8/194 263 2419 20
1800 230/460 254TC BALL TSTAT CB327%* 254TTGP7061  ------ 86.5 39.8/199 325 2419 20
20 3600 230/460 256TC BALL TSTAT C308 256TTGP7012 21 885 49.6/248 340 2594 20
1800 230/460 256TC BALL TSTAT C328 256TTGP7060 2:1 88,5 52.0/260 315 2594 20

Blue shaded areas are Cast Iron Frames + Stock Model
Footnotes:

d  Will become build-up item when current stock is gone
CD  Suitable for Group C

N Totally Enclosed, Non-Ventilated

84 (o) marathon

electric

18
20

1.15 Service Factor
Rated 60/50 hertz, 190/380 or 380 volt
at next lower horsepower

SB300 — Prices and Specifications are subject to change without notice.
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