
Terminal Blocks
Power Terminal Blocks Heavy Duty Terminal Blocks

Power Terminal Blocks are available in three molded sizes. They are iden-
tified by the first three digits of the catalog number. The 141 and 142 series
are manufactured with general purpose phenolic rated at 150° C. The 141
series (mini) is the smallest member of the Power Terminal Block family
and is manufactured of high impact thermoplastic rated at 125° C. The mini
block can be ganged together to create various line lengths. 

All Power Terminal Blocks are UL recognized file number E62806 and CSA
certified file number LR19766.
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Power Distribution Block 600V - Fig.1

Connector Options (for 1500 & 1600 Series)
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1103P, 1100 & 1200 Series • Deadfront Type

1504STD
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1500 Series • 5⁄8" Line to Line Spacing • Barrier Type
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3.75
5.06
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1600 Series • 21⁄32" Line to Line Spacing • Barrier Type
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Power Splicer/Stud Blocks 600V - Fig.3

Fig. 1

1100, 1103P, 1200

Base, general purpose
phenolic, 150° C, 600
volts

Deadfront Type

1500, 1600

Barrier Type
General Information

Fig. 3

STD

*has removable cover

standard
connector

removable connector
with brass insert

standard connector
with hinge cover

10-32 stud connec-
tor removable 

connector

short circuiting bar
with brass insert.
Four shorting pins

per block
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* with proper termination approved for 75 amp
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Fig. 2




