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1.5 Amp ChargePro® Maintainer  
Keep your battery charged with this highly reliable, Guest 1.5 Amp maintainer.  
Extends battery life and will charge, monitor and re-charge your battery  
if the voltage drops below 12.9V. The maintainer can be safely connected  
to the battery for short or long periods of time. To increase versatility the  
maintainer comes with alligator clips and ring terminals for the output cable.  
This maintainer will charge smaller batteries and maintain batteries up  
to 150Ah (group 31). 
•	 Ideal for sport fishing boats, ski boats, jet ski’s, ATV’s, automobiles, tractors,  

riding lawn mowers and more 
•	 For Wet, Gel and AGM batteries
•	 Charge batteries 1.2 Ah to 40 Ah
•	 Maintain batteries 1.2Ah to 150 Ah
•	 Energy savings mode automatically shuts off the charger when the battery  

is charged. The charger periodically monitors the battery and turns back on  
when the battery falls below 12.9V. 

•	 Maintainer can safely stay connected to the battery for long periods of time
•	 LED’s let you know when the Power is ON, battery is being charged and when charging is complete.
•	 Includes ring terminals and alligator clips for connection to the battery
•	 Weather resistant, IP65
•	 3-wire AC plug, NEMA 5-15P
•	 3 year warranty
•	 Meets UL 1236 and CSA Standards, cETLus

Part #
Output 
Volts

Output 
Amps Banks

Cable 
Length Size (WxHxD) Weight AC In

2701A 12V DC 1.5 Amps 1 6' 5.0"x5.8"x2.0" 2.3 lbs 120V AC 60Hz

ConnectCharge™ Inlets

Universal Mount
•	 �Mount to dash from rear 

with threaded locking  
ring or from the front with 
three screws through the 
face plate

Part # 150CCI

Rear Mount
•	 �Mounts to dash from rear  

with threaded locking ring
•	 �Eliminates rewiring, plug  

snaps into Inlet locking tab
•	 �Watertight lid protects AC plug

OEM # 150CCTM.OEM

Front Mount
•	 �Mounts to panel from front 

with three screws through 
the face plate

OEM # 150CC.OEM

For use with  
Battery chargers with 

ConnectCharge™ Plug only!

Exclusive 
molded notch on 

plug locks into 
ConnectCharge™ inlet

Hard Wired Charger Inlets
•	 15A or 20A 125V straight blade inlet
•	 �Low profile cap won’t catch fishing line
•	 Mounts easily to fiberglass and aluminum hulls
•	 �Perma-Lock™ terminals and color coded wire  

entrance holes make wiring a snap
•	 UV resistant housing/cap G
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15A 125V  
Straight Blade

20A 125V  
Straight Blade

Amp Color

Universal 
Mount
Part #

Front  
Mount 
OEM #

Rear 
Mount 
OEM #

15 Black 150BBI 150BBI.OEM 150BBI-TM

15 White 150BBIW 150BBIW.OEM —

20 White — 200BBIW.OEM —

Versatile
Includes both alligator clips 
and ring terminals


