20 Amp Locking Devices

SEE PAGE 16 FOR AGCESSORIES

Configurations

20 Amp NEMA Locking

AMPERAGE | POLES/WIRES VOLTAGE NEMA CONFIG. CONNECTOR PLUG RECEPTACLE FLANGED INLET FLANGED OUTLET
20 | 2P3wW | 125 @ 205 | 205P | 205R | 205F | 205F0
20 | 2P3w | 250 @ 206C | 206 | 206R | 206FI | 206F0
20 | 2p3w | 27 @ 207 | 207P | 207R | 207R | 207F0
20 | 2P3W | 480 @ 208C | 208P | 208R | 208F1 | 208F0
20 | 2P3w | 600 @ 200c | 200 | 209R | 200F1 | 209F0
20 | Paw | 1257250 | [ @ 2014C | 2014P | 2014R | 2014F1 | 2014F0
20 | 3paw | 30250 | () @ 2015C | 2015P | 2015R | 2015F1 | 2015F0
20 | 3p4w | 30480 | () @ 2016C | 2016P | 2016R | 2016FI | 2016FO
20 | 45w | 200 | () (I | 2021C | 2021P | 2021R | 2021F1 | 2021F0
20 | apsw | 300 2022C | 2022P | 2022R | 2022F1 | 2022F0
20 | apsw | 300 | (o 2023C | 2023P | 2023R | 2023F1 | 2023F0

20 Amp Non-NEMA Locking

AMPERAGE | POLES/WIRES VOLTAGE
20 3P 3W | 125/250
30Y
20 | 4PAW | 450/208

CONFIGURATION CONNECTOR PLUG RECEPTACLE FLANGED INLET FLANGED OUTLET
=70 | 7314c | o965¢ | 73108 | 3325¢ | 33260
(TG | 7413¢c | 7411C | 7410B | 7408C | 7409C

Part Numbers for Product Options  (Min. order of 50) White Body with Black Rear Housing is Standard

PartNo. +  Housing Color* + Packaging + Option(s)
. . .NMS (no mounting screws)* FOR
with white body only OEM NE (no ears)™ ALL BLACK
PartNo. + YL (vellow) BU (blue) + (50 pieces + NI (noinserts)™ DEVICES
GY (gray) ~ WH (white) per pack) .CN (Robertson Head Screws: available only for 205, 208, 30
RD(red)  GN (green) 207 and 208 Series)* Note: Min. order of 10 for .CN option s6€ page

Example 1: 205PYL.OEM.NI  Example 2: 205R.0EM.NMS  *3-wire Devices only. **Receptacles only. ***Plugs and Connectors only.
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