
Watertight when closed. UV stabilized glass-filled
polyester construction. Soft touch cap stays open in
the upright position.

Available only in .OEM packaging – bulk-packed
50 per carton with assembly screws backed-out.

Part Numbers for Product Options     (Min. order of 50)    White Body with Black Rear Housing is Standard

Example 1: 306CYL.OEM.NI   Example 2: 3014R.OEM.NMS
*3-wire Devices only. **Receptacles only. ***Plugs and Connectors only.

30 Amp NEMA Locking

L15-30R L15-30P

L21-30R L21-30P

L23-30R L23-30P

L6-30R L6-30P

30 Amp Non-NEMA Locking

Replacement use only

Housing Color*

with white body only
GY (gray) 

Part No. Packaging

.OEM
(50 pieces
per pack)

Option(s)
.NMS (no mounting screws)**
.NE (no ears)**
.NI (no inserts)***
.CN (Robertson Head Screws) Available only for 305 and
306 Series. Note: Min. order of 10 for .CN option

+ + +

+ + +

NEW!

AMPERAGE POLES/WIRES VOLTAGE NEMA CONFIG. CONNECTOR PLUG RECEPTACLE FLANGED INLET FLANGED OUTLET

30 2P 3W 125 305C 305P 305R 305FI 305FO

30 2P 3W 250 306C 306P 306R 306FI 306FO

30 3P 4W 125/250 3014C 3014P 3014R 3014FI 3014FO

30 3P 4W 3Ø 250 3015C 3015P 3015R 3015FI 3015FO

30 3P 4W 3Ø 480 3016C 3016P 3016R 3016FI 3016FO

30 4P 5W 3ØY 3021C 3021P 3021R 3021FI 3021FO120/208

30 4P 5W 3ØY 3022C 3022P 3022R 3022FI 3022FO277/480

30 4P 5W 3ØY 3023C 3023P 3023R 3023FI 3023FO347/600

ConnectGlow™ Lighted Devices  See page 36 for more information.

Contoured Inlet
AMPERAGE POLES/WIRES VOLTAGE CONFIGURATION FLANGED INLET

30 2P 3W 250 306EL-B
.OEML6-30R

SEE PAGE 16 FOR ACCESSORIES

C o n f i g u r a t i o n s 30 Amp Locking Devices
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AMPERAGE POLES/WIRES VOLTAGE CONFIGURATION CONNECTOR PLUG RECEPTACLE FLANGED INLET FLANGED OUTLET

30 4P 4W 3ØY 3433C 3431C 3430 3434C 3435C120/208

FOR
ALL BLACK 

DEVICES
see page 30

L14-30R L14-30P

L16-30R L16-30P

L22-30R L22-30P

L5-30R L5-30P C




