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DUST- DUST-
NEMA AC HP APPLICATION RECEPTACLE FLANGED RESISTANT RESISTANT CAT.

CONFIG. RATING ENVIRONMENT CONNECTOR PLUG SINGLE DUPLEX INLET OUTLET INLET OUTLET PG.

Spec. Grade 4729* 4720* 4710 4700 4716* 4715* 4716DRI 4715DRO 6

Spec. Grade 4729L 4720L – – – – – – 36

Corrosion-Rst 4729CRS 4720CRS 4710CRS 4700CRS – – – – 23

All Black 4729BL* 4720BL* – – – – – – 30

Isolated Grnd. – 4720IG 4710IG 4700IG – – – – 31

Spec. Grade 4579* 4570* 4560 4550 4586* 4585* 4586DRI – 6

All Black 4579BL* 4570BL* – – – – – – 30

Isolated Grnd. – – 4560IG 4550IG – – – – 31

Spec. Grade 4779 4770 4760 4750 4786* 4785* 4786DRI 4785DRO 6

DUST- DUST-
NEMA AC HP APPLICATION RECEPTACLE FLANGED RESISTANT RESISTANT CAT.

CONFIG. RATING ENVIRONMENT CONNECTOR PLUG SINGLE DUPLEX INLET OUTLET INLET OUTLET PG.

Spec. Grade 5269* 5266* 5251 5252† 5278* 5279* 5278DRI 5279DRO 5

Spec. Grade 5269L 5266L – – – – – – 36

Spec. Grade 5269RA 5266RA – – – – – – 34

Corrosion-Rst. 5269CRS 5266CRS 5361CRS – – – – – 23

All Black 5269BL* 5266BL* – – 5278BL 5279BL - - 30

Hosp. Grade 8219 8215 8210 8200 – – – – 28

Hosp. Grade 8219T 8215T – – – – – – 28

Hosp. Grade – 8215TRA – – – – – – 28

Hosp. Grade 8219TL 8215TL – – – – – – 36

Isolated Grnd. – 5266IG 5261IG 5262IG – – – – 31

Spec. Grade 5669* 5666* 5651 5662 5678* 5679* 5678DRI 5679DRO 5

Hosp. Grade 8619T 8615T – 8600 – – – – 28

Spec. Grade 5369* 5366* 5351 5352 5378* 5379* 5378DRI 5379DRO 5

Corrosion-Rst. 5369CRS 5366CRS 5361CRS 5362CRS – – – – 23

All Black 5369BL* 5366BL* – – – – – – 30

Hosp. Grade 8319 8315 8310 8300 – – – – 28

Hosp. Grade 8319T 8315T – – – – – – 28

Isolated Grnd. – 5366IG 5361IG 5362IG – – – – 31

Spec. Grade 5469* 5466* 5461 5462 5478* 5479* 5478DRI 5479DRO 5

Hosp. Grade 8419T 8415T – 8400 – – – – 28

5-15R 5-15P

6-20R 6-20P

*Also available with .CN option:
Combination Slot & Robertson Head Screws

† GFCI Duplex Receptacle available. Specify 1591-FI (see page 5).
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NEMA LOCKING CONFIGURATIONS

POLES/ NEMA AC HP APPLICATION RECEPTACLE FLANGED CATALOG
AMPS WIRES VOLTAGE CONFIG. RATING ENVIRONMENT CONNECTOR PLUG SINGLE INLET OUTLET PAGE

Spec. Grade 205C* 205P* 205R* 205FI* 205FO* 12

Spec. Grade 205CL 205PL – – – 36

125 1 Corrosion-Rst. 205CCRS 205PCRS 205RCRS – – 23

All Black 205CBL* 205PBL* – 205FIBL 205FOBL 30

Isolated Grnd. – 205PIG 205RIG – – 31

Spec. Grade 206C* 206P* 206R* 206FI* 206FO* 12

Spec. Grade 206CL 206PL – – – 36

All Black 206CBL* 206PBL* – – – 30

Isolated Grnd. – 206PIG 206RIG – – 31

Spec. Grade 207C* 207P* 207R* 207FI* 207FO* 12

Spec. Grade. 208C* 208P* 208R* 208FI* 208FO* 12

Spec. Grade 209C 209P 209R 209FI 209FO 12

125/250 2(1) Spec. Grade 2014C 2014P 2014R 2014FI 2014FO 12

3P 4W 3Ø 250 3 Spec. Grade. 2015C 2015P 2015R 2015FI 2015FO 12

3Ø 480 5 Spec. Grade 2016C 2016P 2016R 2016FI 2016FO 12

3Ø Y 2 Spec. Grade 2021C 2021P 2021R 2021FI 2021FO 12
120/208

4P 5W 3Ø Y 5 Spec. Grade 2022C 2022P 2022R 2022FI 2022FO 12
277/480

3Ø Y – Spec. Grade 2023C 2023P 2023R 2023FI 2023FO 12
347/600

Spec. Grade 305C* 305P* 305R* 305FI* 205FO* 13

Spec. Grade 305CL 305PL – – – 36

125 2 Corrosion-Rst. 305CCRS 305PCRS 305RCRS – – 23

2P 3W

All Black 305CBL* 305PBL* – – – 30

Isolated Grnd. – 305PIG 305RIG – – 31

Spec. Grade 306C* 306P* 306R* 306FI* 306FO* 13

Spec. Grade 306CL 306PL – – – 36

250 2 Corrosion-Rst. 306CCRS 306PCRS 306RCRS – – 23

30A All Black 306CBL* 306PBL* – – – 30

Isolated Grnd. – 306PIG 306RIG – – 31

125/250 2
Spec. Grade 3014C 3014P 3014R 3014FI 3014FO 13

All Black 3014CBL 3014PBL – – – 30

3P4W 3Ø 250 3 Spec. Grade 3015C 3015P 3015R 3015FI 3015FO 13

3Ø 480 10 Spec. Grade. 3016C 3016P 3016R 3016FI 3016FO 13
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L5-30R L5-30P

L6-30R L6-30P

L14-30R L14-30P

L15-30R L15-30P

L16-30R L16-30P

L14-20R L14-20P

L15-20R L15-20P

L16-20R L16-20P

L21-20R L21-20P

L22-20R L22-20P

L23-20R L23-20P

*Also available with .CN option:
Combination Slot & Robertson Head Screws
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NEMA LOCKING CONFIGURATIONS
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POLES/ NON-NEMA APPLICATION RECEPTACLE FLANGED CATALOG
AMPS WIRES VOLTAGE CONFIG. ENVIRONMENT CONNECTOR PLUG SINGLE INLET OUTLET PAGE

3P 3W 125/250 Spec. Grade 7314C 9965C 7310B 3325C 3326C 12

20A

4P 4W 3Ø Y Spec. Grade 7413C 7411C 7410B 7408C 7409C 12120/208

30A 4P 4W 3Ø Y Spec. Grade 3433C 3431C 3430 3434C 3435C 13120/208
Replacement use only

POLES/ APPLICATION RECEPTACLE FLANGED FLANGED INLET CATALOG
AMPS WIRES VOLTAGE CONFIGURATION ENVIRONMENT CONNECTOR PLUG SINGLE INLET WITH LID PAGE

Spec. Grade CS6360N CS6361N CS6370 CS6377 CS6377FL 18

125

Corrosion-Rst. 6360CRNS 6361CRNS 6370CRS 6377CRS 6377FL 23

2P 3W 250 Spec. Grade CS8264N CS8265N CS8269 CS8275 CS8275FL 18

250DC/600AC Spec. Grade 3762N 3763N 3771 3777 3777FL 18

50A
480 Spec. Grade CS8464N CS8465N CS8469 CS8475 CS8475FL 18

Spec. Grade CS6364N CS6365N CS6369 CS6375 CS6375FL 18

125/250

Corrosion-Rst. 6364CRNS 6365CRNS 6369CRS 6375CRS 6375FL 23

3P 4W

3Ø 250 Spec. Grade CS8364N CS8365N CS8369 CS8375 CS8375FL 18

250DC/600AC Spec. Grade 3764N 3765N 3769 3775 3775FL 18

250DC/600AC Spec. Grade 7764N 7765N – 7958 7958FL 18

3Ø 480 Spec. Grade CS8164N CS8165N CS8169 CS8175 CS8175FL 18

Replacement use only

Replacement use only

50 AMP DEVICES
O

POLES/ NEMA AC HP APPLICATION RECEPTACLE FLANGED CATALOG
AMPS WIRES VOLTAGE CONFIG. RATING ENVIRONMENT CONNECTOR PLUG SINGLE INLET OUTLET PAGE

3Ø Y 3 Spec. Grade 3021C 3021P 3021R 3021FI 3021FO 13
120/208

4P 5W 3Ø Y 10 Spec. Grade 3022C 3022P 3022R 3022FI 3022FO 13
277/480

3Ø Y – Spec. Grade 3023C 3023P 3023R 3023FI 3023FO 13
347/600

L21-30R L21-30P

L22-30R L22-30P

L23-30R L23-30P

30A

SS1-50

SS2-50

NON-NEMA LOCKING CONFIGURATIONS

 


