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Color Features

Part Number

100’ Cable Spool

2 Brown
Blue

22 AWG 300V Yellow

PVC
AWM

5mm OD 
(0.20” OD)

MAC-2CBL-C 30A0001-**

PVC
AWM

With Braided Shield
5.8mm OD
(0.23” OD)

MACB-2CBL-C 20BS001-**

3 Green/Yellow
Red/Black
Red/White

18 AWG 300V

Yellow

PVC
AWM

7.4mm OD
(0.29” OD)

MAC-3CBLX-C 20BX001-**

Black

PVC
AWM

7.4mm OD
(0.29” OD)

MAC-3CBLX-C-B 20BXB01-**

22 AWG 300V Yellow

PVC
AWM

5mm OD 
(0.20” OD)

MAC-3CBL-C 20B0001-**

PVC
AWM

With Braided Shield
5.8mm OD
(0.23” OD)

MACB-3CBL-C 20BS001-**

PUR
AWM

5.1mm OD
(0.20” OD)

MACP-3CBL-C 20BP001-**

100’ Cables   |   Raw Cable Spools

MAC (1/2”-20) Series Accessories
2 & 3 Conductor MAC Series Accessory Cables

** Standard raw spool lengths are 0250, 0500, 0750 & 1000 feet. Consult factory for other lengths.
Cable Construction subject to change without notice.  
Length in feet. Standard cable length is 100 feet. Consult factory for other lengths.




