ELECTRONIC/GLASS FUSES
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GGA / GGA-V

Glass Body

Time Delay

5mm x 20mm

1-1/2” Axial Leads Optional

1/10 through 3A, 250VAC, UL Listed and CSA Certified
4A and 5A, 125VAC, UL Listed and CSA Certified

CATALOG AXIAL LEAD | AMPERE
NUMBER CAT. NO RaTING | VOLTS | IR.
GGAT1/10 GGA-V1/10 1/10A 250V | 1
GGA1/8 GGA-V1/8 1/8A 250V | 1
GGA2/10 GGA-V2/10 2/10A 250V | 1
GGA1/4 GGA-V1/4 1/4A 250V | 1
GGA3/10 GGA-V3/10 3/10A 250V | 1
GGA4/10 GGA-VA/10 4/10A 250V | 1
GGA1/2 GGA-V1/2 1/2A 250V | 1
GGAG/10 GGA-6/10 6/10A 250V | 1
GGA7/10 GGA-V7/10 7/10A 250V |
GGA3/4 GGA-V3/4 3/4A 250V | 1
GGA8/10 GGA-V8/10 8/10A 250V | 1
GGAT GGA-V1 1A 250V | 2
GGA1-1/4 GGA-V1-1/4 1-1/4A 250V | 2
GGA1-1/2 GGA-VI-1/2 1-1/2A 250V | 2
GGA1-6/10 GGA-VI-6/10 | 16/10A | 250V | o
GGA? GGAV2 A 250V | 2
GGA2-1/2 GGA-V2-1/2 21/2 250V | 2
GGA3 GGA-V3 3 250V | 2
GGA4 GGA-V4 4 5 | 3
GGAS GGA-V5 5A 125 | 3

1. 250VAC @ 35A |.R./125VAC @ 10KA I.R.
2. 250VAC @ 100A L.R./125VAC @ 10kA |.R.
3. 125VAC @ 10KA LR
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