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600 Volt, 30 & 60 Ampere Class T Fuse Blocks

*Fuse blocks have copper box connectors and 
clips and are for copper wires only. These are 
specifically designed with the same coefficient 
of expansion as copper wire for improved heat 
cycling and meet or exceed OEM “no aluminum” 
specifications.
** UL Component Recognized

Recommended mounting screws:  
30A, #10 (.190” dia.)
60A, 1/4  “ (.250” dia.)

Dimensions

CLASS T 300 & 600 Volt Fuse Blocks

Ampere 
Rating

Poles
Connector Catalog No.

Fig.
Connector 
Torque In - IbType Wire Range Spring Reinforced

30

GFPC

Insulator

ADDER 60305T 1
1 Box Al/Cu 60306T 2
2 #2-14 60307T 3 35
3 60308T 4
ADDER 60315T 1
1 Screw Cu 60316T 2
2 #10-14 60317T 3 20
3 60318T 4
ADDER 60325T 1
1 Pressure Cu 60326T 2
2 Plate #10-14 60327T 3 20
3 60328T 4
ADDER 60355T 1
1 Box Cu* 60356T 2
2 #4-14 60357T 3 35
3 60358T 4

60

GFPC

Insulator

ADDER 60615T** 5
1 Screw Cu 60616T** 6
2 #10-14 60617T** 7 20
3 60618T** 8
ADDER 60605T 5
1 Box Al/Cu 60606T 6
2 #2-14 60607T 7 45
3 60608T 8
ADDER 60655T 5
1 Box Cu* 60656T 6
2 #4-14 60657T 7 45
3 60658T 8
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