INTERNET DATA SHEET for Article Number 85468
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stay connected

MB CAP ULTRA BUFFER MODULE
IN: 24VDC OUT: 24VDC/20A for max. 1A/320S
INPUT:24 V DC (SELV/PELV)

OUTPUT: max.20 A
16s (20 A); 320 s (1 A)

Link to Product

lllustration

Product may differ from Image

Approvals

cus

Listed

Input

Input voltage

24.29VDC

Input current

20A

Inrush current

max. 36.5 A/2 ms

Loading time typ. 40 s; max. 500 s
Output

Output voltage 23.3VDC +2%

Output current max. 20 A (+60 °C)

Buffer time 16s(20 A);320s (1 A)

General data

Standards

EN 60950-1, EN 61204-3, EN 55011 A

Mounting method

DIN-rail mountable TH35-7.5/TH35-15 (EN 60715)

Efficiency

90%

Temperature range

Commercial data

-20...+60 °C (storage temperature -20...+60 °C)

country of origin DE
customs tariff number 85322900
EAN 4048879079778
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Liability for the correctness completeness and topicality of the information is restricted to gross negligence. Version: 11/20



https://shop.murrelektronik.com/85468

INTERNET DATA SHEET for Article Number 85468

T MURR

mhAm ELEKTRONIK

stay connected
eClass 27049190
Packaging unit 1
Sketch
198
——— U
] +
I;I LA DEDc = - @
—ad USE
TS|
vl ASER[]] 5 shutpown
—Ho 3
out ¥ 5?"4—/ o Uln OK
_ o
B i"l/ 6 Ucap, »
o7
#" H-o 8 Fault
Lpes

Product may differ from Image

The information in this brochure has been compiled with the utmost care.
Liability for the correctness completeness and topicality of the information is restricted to gross negligence. Version: 11/20






