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Miniature Snap-In Nylon Illuminated Rocker
Features
• Double Pole
• .250” Quick Connect Terminals
• High Inrush Capability

NTE
Type No. Circuitry Action Actuator

Lens
Color

Diag
No.

54-082 DPST OFF NONE ON Translucent Nylon Red S20b

1.180
(29.97)

S20

.250 (6.35)

b:  .250” Tab (Q.C.)
Terminal Types

1.070 (27.17)

.375
(9.53)

.725
(18.42)

1.240 (31.5)

1.086 (27.58)

1.145 (29.08)

.784
(19.91)

.080
(2.03)

.215
(5.46)

Specifications
Current Rating:  20A 125VAC, 15A 250VAC
Lens Color:  Red
Lamp Voltage:  125V Neon
Insulation Resistance:  100 Megohms (min.)
Dielectric Strength:  1000V RMS (min.)
Temperature Rating:  +32°F to +185°F (0°C to +85°C)
Electrical Life:  50,000 cycles
Mechanical Life:  100,000 cycles
Terminal Type:  .250” Tab Q.C.
Mounting Hole: 1.125 (28.58) x 1.000 (25.4)

Micro Snap- In Nylon Rocker, Single Pole
Features
• Fits Standard Panel Cutout
• RoHS Compliant

PHOTO NOT
AVAILABLE

NTE
Type No. Circuitry Action Actuator Legend

Diag
No.

54-870 SPST ON NONE OFF White Nylon Yes S108

54-872 SPST ON NONE OFF Black Nylon Yes S108

54-874 SPST ON NONE OFF Red Nylon No S108

.394 (10.0)

.354 (9.0)

S108

Mounting Hole

.362
(9.2)

Panel Thickness Y
.029 (.750) - .049 (1.25) .535 (13.6)

.079 (2.00) - .098 (2.50) .543 (13.8)

.049 (1.25) - .079 (2.00) .539 (13.7)

Table 1.
Y

.177 (4.5)

.528 (13.4)

.591 (15.0)

.157
(4.0)

.077 (1.95)

.386
(9.8)

.146
(3.7)

.327 (8.3)

Specifications
Current Rating: 6A 125VAC, 3A 250VAC, 3A 250VAC T100/55
Insulation Resistance:  100 Megohms (min.) at 500VDC
Dielectric Strength:  1000V RMS (min.) for 1 minute
Temperature Rating:  +32°F to +212°F (0°C to +100°C)
Electrical Life:  10,000 cycles
Mechanical Life:  50,000 cycles
Terminal Type:  Solder Lug
Mounting Hole: See Table 1.


