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R95−103

10−Pin Blade Socket
Features
• Panel Mount
• Solder Terminals

Electrical Rating:
1000 Volts, 5 Amps

.354 (8.99)
.140
(3.5)

.276 (7.0) .335 (9.0)

.111 (2.8) Dia (2 Holes)

.284 (7.2)

.040 (1.0) x .099 (2.5)
Elongated Holes

Recommended
Chassis
Cutout

1.044 (26.5)

.748
(18.99)

.374
(9.5)

.571 
(14.5)

.670
(17.0)

R95−104

11−Pin Octal Socket
Features
• Panel/Surface Mount
• Pressure Clamp Screws
• Screws: 6−32 x 5/16”, Steel, Nickel Plated.

Electrical Rating:
300 Volts, 10 Amps

2.594
(65.88)

.173 (4.39) Dia

.625
(15.87)

2.218 (56.33)

2.531 (64.28)

.625
(15.87)

.250 (6.35)
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R95−113

8−Pin Octal Socket
Features
• Panel/Surface Mount
• DIN Rail Mountable
• Pressure Clamp Screws

Electrical Rating:
300 Volts, 10 Amps

.580 (14.73)

3 4 5 6

8 712

1.575 (40.01)

1.295 (32.89)

1.005
(25.53)

.970
(24.64)

1.005
(25.53)

.312 (7.92) Typ

.165 (4.19)
Dia Typ

R95−114

11−Pin Octal Socket
Features
• Panel/Surface Mount
• DIN Rail Mountable
• Pressure Clamp Screws

Electrical Rating:
300 Volts, 10 Amps

.165 (4.19) Dia Typ

1

6
75

11

1023 9

4 8

2.332 (59.22)

2.060 (52.32)

1.018
(25.84)

.970
(24.64)

1.018
(25.84)

.312 (7.92)
Typ

.580 (14.73)

.770 (19.56)
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R95−119

11−Pin Octal Socket
Features
• Panel Mount
• Solder Terminals

Electrical Rating:
300 Volts, 10 Amps

.165 (4.19)
.236 (6.0)

.098 (2.49) .394 (10.0)

.433
(11.0)

Terminal
Arrangement

(Bottom View)

1.181
(30.0)

Dia

.138 (3.5) Dia
Mounting Hole

2 Places

1.496
(38.0)

.098 (2.49)

1.141
(29.0)

1.339
(34.0)

1.496
(38.0)

1.969
(50.0)

1

2

3

4 5

6

7

8

R95−120

8−Pin Midget Blade Socket
Features
• P.C. Board Mount
• Accepts .187” Blade Terminals
• Hold down clip not supplied with socket, available 

separately (R95−001)

Electrical Rating:
300 Volts, 10 Amps

.417
(10.59)

.185 (4.7)

.620 (15.75)

.507 (12.88)

.113 (2.87)

.086 (2.18) Dia Typ
(8 Holes)

.672
(17.07)

.012 (0.3)

.184 (4.69)

.075 (1.9)

.440 (11.18)

.078 (1.98) Typ

1.158
(29.41)

.844 (21.44)
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R95−182

11−Pin Octal Socket
Features
• DIN Rail  Mount
• Finger Safe
• 3PDT  Applications

Electrical Rating:
 300 Volts (UL Rating for US), 10 Amps

1
2

11
10

A1A2
1131

22

56

21

7

24

9

34

3

14

4

12

8

32

1.181 (30.0) .925 (23.5)

.126 (3.2) Dia

.220 (5.6)

1.495 (38.0)

1.063
(27.0)

2.559
(65.0)

R95−184

1.770
(44.9)

Dust Cover, Plastic
Features
• Clear Polycarbonate
• For RS3 Type Relays

1.100
(27.9)

2.710 (68.8)

.250 (6.35) Dia
(4 Places)

1.000
(25.4)

1.700 (43.2).525 (13.3) .400 (10.2)

.750 (19.05) 1.250 (31.7)

1.000
(25.4)




