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Paddle Toggle, Double Pole

NTE
Type No. Circuitry Action Actuator

Diag
No.

54-381 DPDT ON OFF ON Black ABS Resin S69

S69

.236 (6.0)

1.122 (28.5)

.945 (24.0)

.437
(11.1)

.984
(25.0)

.630
(16.0)

2.264
(57.5)

.378 (9.6)

.748 (19.0)

Specifications
Current Rating:  6A 250VAC
Insulation Resistance:  100 Megohms (min.) at 500VDC
Dielectric Strength:  1500V RMS (min.)
Temperature Rating:  +14°F to +131°F (-10°C to +55°C)
Electrical Life:  6,000 cycles
Mechanical Life:  30,000 cycles
Terminal Type:  Solder Lug
Mounting Hole:  .472 (12.0)

Bat Handle Toggle, 3 Pole & 4 Pole

NTE
Type No. Circuitry Action Actuator

Diag
No.

54-014 3PST OFF NONE ON Brass/Nickel Plate S10c

54-015 3PDT ON OFF ON Brass/Nickel Plate S10c

54-016 3PDT ON NONE ON Brass/Nickel Plate S10c

54-017 4PDT ON OFF ON Brass/Nickel Plate S10c

54-018 4PST OFF NONE ON Brass/Nickel Plate S10c

54-019 4PDT ON NONE ON Brass/Nickel Plate S10c

S10

Terminal Types

.370
(9.39)

#6-32NC-2 Thread

.286
(7.26)

.141 (3.58)

c:  Screw (Assembled)

1.308
(33.22)

.803
(20.4)

.422
(10.72)

.687
(17.44)

.465
(11.81)

1.088
(27.64)

15/32-32 UNS-2A
Thread

Keyway
.072 (1.82) x
.038 (.965) DP

1.436 (36.47)1.436 (36.47)

4 Pole Type

Specifications
Current Rating:  15A 125VAC, 10A 250VAC, 3/4 HP 125-250VAC,
Current Rating:  1, 2 or 3 Phase
Insulation Resistance:  100 Megohms (min.)
Dielectric Strength:  1000V RMS (min.)
Temperature Rating:  0°F to +150°F (-17.8°C to +65.6°C)
Electrical Life:  50,000 cycles
Mechanical Life:  100,000 cycles
Terminal Type:  Screw Type
Mounting Hole:  .500 (12.7)


