EB450 Series

EB450 Pull Type

60° -
+.31R. 250
<\ }ﬁ DIA

New Mount

.281 DIA.
4 MTG. HOLES

O HE H O
ol || lo i g
[ 4.44 B 838 3
,;'—.'.'_”’ | Qi <
RS B PR | o
) PEN - 2o
N 3.19 \ 3 o3
L CLOSED - :
b|e 5 - Sl 1\
38 #1194 i . 1%
/ Ly 12 J - A L. '\\\ ,
2.250 58— 2.875 —
/ 2.875 B~
.257/.252 DIA. 20" LEADS
2 PLACES STD.
Through Mounting Side Mounting
EB450 Push Type
101 | ;04 £ gE
] W e
o ‘® -
T 5
bope 444 W
Pl &9
L] o|o
ey 818 " 20" LEADS
L |4 M Pe—"""sTD.
' z______ﬁr A o] é\}
- T ‘éi*“‘le}s s
. T T
727 12
725 e
|-1.125 I ~—.53H— A —
2571.252 DIA.
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Variable Dimensions in Inches

Stacking
Size
A B Cc
75 2.00 .250
1.00 2.25 312

Stacking
Size
A B C
Not available as
75 standard unit. See
special solenoid catalog. |
1.00 2.25 312
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