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 DESCRIPTION 

 
These thermostats are for ambient temperature 
control in hazardous locations. 

 
ENCLOSURE 
 Cast Aluminum 
 
CLASSIFICATIONS 
 NEMA Type 4, 7, 9 IP66 
 
TEMPERATURE RANGE 
 Range 
 -9 to 60°C (15  to 140°F)  
 
CAPILLARY 
 Length Material Max. Bulb Temperature 
 N/A Stainless Steel 71°C (160°F) 
 
ELECTRICAL DATA 
 CSA Rating UL Rating 
 22 amp Resistance 480VAC 22 amp Resistance 480VAC 
 
CALIBRATION ACCURACY 
 1.1°C (2°F) 
 
SWITCH TYPE 
 Single Pole Double Throw 
 

 

OUTLINE 

114mm (4.5")

102mm (4")

31mm (1.22")

10mm (.38")

102mm (4")

102mm (4")

114mm (4.5")

167mm (6.5")

51mm (2")
TEMPERATURE SWITCH

CAUTION:
SUPPLY CIRCUITS BEFORE OPENING. ALL CONDUITS ENTERING OR LEAVING

ENCLOSURE MUST BE SEALED WITHIN 18 INCHES OF ENCLOSURE WITH LISTED

KEEP COVER TIGHT WHILE CIRCUITS ARE ALIVE. DISCONNECT

TYPE 4

CIRCUITS SONT SOUS TENSION. COUPER LE CIRCUIT AVANT D'ENLEVER LE COUVERCLE.
SEAL OFF FITTINGS. ATTENTION: GARDER LE COUVERCLE BIEN FERME LORSQUE LES

TYPE 4
LR34556

THERMOSTAT FOR
HAZARDOUS LOCATIONS.
  EXPLOSION PROOF
  ENCLOSURE

   GROUPS: B, C & D

   GROUPS: E, F & G

FM

  CLASS III

  CLASS I

  CLASS II

APPROVED

LISTED

SWITCH NUMBER

366S

A.C. AMPS

D.C. AMPS
6V

250V

24V

ADJUSTABLE RANGE

125V

12V

480V

12

MEDIA TE

ENCLOSURE

CLASS I
 GROUPS: B

CLASS   
 GRO

EXPLOSION PROOF

500C C

F 50 100F

 
 

Annual Maintenance: 
1. Remove knob. 
2. Lubricate dial stem and spray a coat of lubricant and rust preventative such as CRC Stor & Lube,  

electrical grade, on the thermostat body. 
3. Replace knob. 

Approvals: 
 Hazardous Locations 
 UL Class I  & II, Groups B, C, D, E, F, G- E53121 
 FM Class I  & II, Groups B, C, D, E, F, G - 1ZIA0.AE 
  Class I, Zone 1, AEx d IIB+H2 
 CSA Class I  & II, Groups B, C, D, E, F, G - LR701950 

Class III 
Class I, Zone 1, Ex d IIB+ H2 

 
LCIE - II 2 G EEx d IIC T6- 2 ATEX 6026 
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