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UL CM/CL2, CE COMPLIANT

MULTI-CONDUCTOR CABLE

JACKETED/UNSHIELDED

UNSHIELDED AUDIO CABLE SUNLIGHT RESISTANT

NOM. NOM. SUGG.
OLYMPIC UL STYLE NO. CONDUCTOR WALL JACKET NOM. COLOR WORK.
[\[oX NUMBER COND. SIZE STRAND THICK. THICK. 0.D. CODE VOLTAGE
2002 22 7/30 010" 032" .164” 300
t2003 3 22 7/30 010" 032" .169" 300
2004 4 22 7/30 010" 035" .195” 300
2005 5 22 7/30 010" 032 .199 300
2006 6 22 7/30 010" 032 209 300
2007 7 22 7/30 010" 032" 214" 300
2008 244 8 22 7/30 010" 032" 2247 E 300
t 2009 9 22 7/30 .010° 032" 249" § 300
2010 10 22 7/30 010" 032" 259" 3 300
2012 12 2 7/30 010" 032" 279" & 300
2015 15 22 7/30 010" 032 .304” % 300
2020 20 22 7/30 010" 0327 3247 @ 300
2025 25 22 7/30 010" 032" 364" 300
DESCRIPTION: 2030 30 22 7/30 .010° 032" 379" 300
S;ﬁg?ii‘ggig’;‘;d;;‘;ﬁgﬁon, 2040 40 22 7/30 .010” 032" 439" 300
aray PG acker overal. 2050 50 22 7/30 010" .032” .500” 300
APPLICATIONS: t 2060 60 22 7/30 010" 032" 530"
Unbalanced intercom systems.
Elactronic computor cable,
:Q}\egc‘;{‘e”rigmg cables. 2781 Gy 2 20 7/28 013" 025" 180"  §a%k 300
?;?g’ﬁz e ametoring t2103  BO 3 20 7/28 016" 020" 190"  Chat1 300
connecting cable. t2104 M8 4 20 7/28 013" .032" 217"  Chat1 300
TP ERATURE RATING: t2105 M8 5 20 7/28 013" .032” 239"  Chat1 300
2106 0y 6 20 7/28 016" .025" 255"  Chats 300
t2107 M%7 20 7/28 013" 032" 260"  Chat1 300
t2108  BO 8 20 7/28 016" .020" 270"  Chats 300
2109 9 20 7/28 013" 035" 317"  chati 300
2110 10 20 7/28 016" .032" 350"  Chats 300
2112 @ 12 20 7/28 013" 035" 338"  Chat1 300
+ Not GE Compliant, 80°C 2115 15 20 7/28  .013" 040" 389" Chat2 300

RoHS Compliant
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Passes the VW-1 vertical flame test
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