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MULTI-CONDUCTOR SHIELDED CABLE (cont’d)
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6920 63Braid

Foil

12 3012
3508
6327
592012

62
65
63
39
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64
39

77

591612

8310S

40

77 8410S 77 77

77

8510S2012SHD 48

6922 63Braid

Foil

15   3013
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19  
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Foil

50

2870 48

Braid

Foil
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48 RoHS Compliant

MULTI-CONDUCTOR CABLE
MYLAR FOIL SHIELDED

Sunlight Resistant, Multi-Conductor Cable/Overall Foil Shield

††  Not CE or 105˚C

Sunlight Resistant, CE COMPLIANT

UL CM, CMG
CE COMPLIANT

DESCRIPTION:
Tinned copper, SR PVC insulated,
conductors twisted, aluminum 
mylar shield with 24 AWG stranded 
tinned copper drain wire, chrome 
PVC jacket
Temp. Rating -20°C to +105°C

COLOR CODE:
2823-2830    See Chart 1
2835-2870    See Chart 2
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* Capacitance between conductors

* Capacitance between conductors
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DESCRIPTION:
Tinned copper, PVC insulated,
conductors twisted, aluminum 
mylar shield with 24 AWG stranded 
tinned copper drain wire, chrome 
PVC jacket,
Temp. Rating -20°C to +105°C

COLOR CODE:
See Chart 8

2464
(300V)
80°C

AWM

2464
(300V)

AWM

Passes the VW-1 vertical flame test
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