DC Fan - 5, 12, 24V
40x20mm (1.58"x 0.79")

OD4020 Series
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stripped 3 5 \
]

% Holes4 1

Rib type
4.3(0.17)

'<-32i0.3(1 26"
|

|e—a40+0.5(1.57")—f

|-32+03 (1.26" )-—| l-m—os-l

0+0 5(1.57"y— (0.79"
Frame & Impeller PBT, UL94V-O plastic Available Options:
Connection 2x Lead wires 26AWG Tachometer (Frequency 020
Generator) White Lead -
Brushless DC, auto restart, Q o015
Motor impedance and polarity Alarm (Rotation Detector) £
protected Yellow Lead g \
@ 0.10 .
1 1 @
Bearing System Ball bearing or Sleeve Life Expectancy (L10 a_; \\\
Insulation Resistance 10M ohm between leadwire | Ball - 60,000 hrs (45C) £ 005 \\\ \\
and frame (500VDC) Sleeve - 30,000 hrs (45C) » Q\\
1 d at 500 VAC ™
Dielectric Strength Ie:Egog X ?300 Micro A,mmax Operating Temperature 0.00
9 P Ball: -20 ~ 80C 0 1 23 45 67
Storage Temperature -30C ~ +90C Sleeve: -10 ~ 60C Airflow (CFM)
Speed Airflow Noise Mz ieve Seiie
Model Number (RPM) (CFM) (dB) Volts DC Range Amps Pressure
(VDC) ("H20)
0D4020-05H * 6000 7 30 5 4~7 0.12 0.17
0D4020-05M * 5000 5 24 5 4~7 0.10 0.14
0D4020-05L * 4000 4 20 5 4~7 0.09 0.12
0OD4020-12H * 7000 7 30 12 7~14 0.08 0.18
0OD4020-12M * 5500 5 24 12 7~14 0.07 0.14
0D4020-12L * 4500 4 20 12 7~14 0.06 0.12
0D4020-24H * 7000 7 30 24 10~27 0.06 0.18
0D4020-24M * 5500 5 24 24 10~27 0.05 0.14
0D4020-24L * 4500 4 20 24 10~27 0.04 0.12
* Indicate “B” for ball bearing or “S” for sleeve bearing
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