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—
Connectors NPT, polyamide thread
Type VW

— 
Type VW - Connector 90° elbow, NPT thread

 
Order no.  
IP68  ❶

Order no.  
IP68  ❶  ❷

Thread 
NPT

Fits to  
conduit size

Thread  
length

(mm)

External 
dimensions

(mm)NW Metric

VW BVWD-N022GT BVWV-N022 ½ ̋ 12 16 13.0  40.5 x 47.5  

BVWD-N027GT BVWV-N027 ½ ̋ 17 20 13.0  45.5 x 58.5  

BVWD-N043GT BVWV-N043 ¾ ̋ 23 25 14.0  56.0 x 66.5  

BVWD-N069GT BVWV-N069 1 ̋ 29 32 15.0  64.5 x 73.5  

BVWD-N076GT BVWV-N076 1¼ ̋ 36 40 18.0  77.0 x 96.0  

BVWD-N088GT BVWV-N088 1½ ̋ 48 50 18.0  90.5 x 106.0  

BVWD-N098GT BVWV-N098 2 ̋ 48 50 18.0 90.5 x 111.0 

For applications in railway vehicles and heavy machine construction
High thread and system connection strength
Note: Curved elbows of type VB are also available for sizes NW 17 to NW 48

Approvals

❶  Please replace “B” for black with  
“S” for grey in front of the order no.  

❷   IP68GT available. Please add 
“GT” after the order no.


