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—
Connections, connection splices, metric, PG
Type VNR-REM & VSG

❶  Please replace “B” for black with “S” 
for grey in front of the order no. 

❷   IP68GT available. Please add “GT” 
to order no. or insert before clamp 
size (e.g. BVNR-REM162GT,  
BVNR-REM162GT-24)

— 
Type VNR-REM - Connection to solid metal tube, metric/PG

 

Order no. IP68  
without 
clamp  ❶  ❷

Order no. IP68  
with clamp  ❶  ❷

Fits to conduit size Steel tube 
metric

Inside Ø  
(mm)

Overall  
length

(mm)NW Metric

VNR-REM BVNR-REM162 BVNR-REM162-24 12 16 M16 16.0  54.0  

BVNR-REM187 BVNR-REM187-28 17 20 M18 18.5  65.0  

BVNR-REM207 BVNR-REM207-28 17 20 M20 20.0  65.0  

BVNR-REM253 BVNR-REM253-32 23 25 M25 26.0  71.0  

BVNR-REM329 BVNR-REM329-44 29 32 M32 32.0  71.0  

BVNR-REM406 BVNR-REM406-50 36 40 M40 40.0  90.0 

BVNR-REM508 BVNR-REM508-65 48 50 M50 50.0 90.0 

 

Order no. IP68  
without 
clamp  ❶  ❷

Order no. IP68  
with clamp  ❶  ❷

Fits to conduit size Steel tube 
PG

Inside Ø  
(mm)

Overall  
length

(mm)NW Metric

BVNR-RE12 BVNR-RE12-24 12 16 PG11 18.5  56.0  

BVNR-RE1317 BVNR-RE1317-28 17 20 PG13 20.4  65.0  

BVNR-RE17 BVNR-RE17-28 17 20 PG16 22.5  65.0  

BVNR-RE23 BVNR-RE23-32 23 25 PG21 28.5  71.0  

BVNR-RE29 BVNR-RE29-44 29 32 PG29 37.0  71.0  

BVNR-RE36 BVNR-RE36-50 36 40 PG36 47.0  84.0  

BVNR-RE48 BVNR-RE48-65 48 50 PG48 59.3 90.0 

Quick connection of solid metal tubes with flexible PMA conduits
Jubilee clip made of galvanised bright steel
Available with or without jubilee clip
IP68 on corrugated conduit side, on tube side up to IP68 with sealant

— 
Type VSG - Connection splice for flexible conduits

 
Order no.  
IP66  ❶

Order no.  
IP68  ❶

Fits to conduit size Inside Ø  
(mm)

Overall  
length

(mm)NW Metric

VSG BVSGD-1212GT BVSGR-1212 12 16 23.5  66.0  

BVSGD-1717GT BVSGR-1717 17 20 29.5  87.0  

BVSGD-2323GT BVSGR-2323 23 25 37.0  103.0  

BVSGD-2929GT BVSGR-2929 29 32 44.0  100.0  

BVSGD-3636GT BVSGR-3636 36 40 53.5  130.0  

BVSGD-4848GT BVSGR-4848 48 50 66.0 133.0 

Designed for optimal connection of PMA conduits

Approvals


