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—
PMA® Smart Line
Type PPCOF & LLPA conduit

LLPA Index

min.                                                      max.

Materials Temperature range Colour

Specially modified polyamide 6 –40oC to +105oC  Black/Grey

Certification Short-term to: +160oC

Free from halogens, REACH compliant Self extinguishing UV Resistance 

and RoHS compliant acc. to UL 94 V2 – 

 
Order no. 
(black)

Order no. 
(grey)

Conduit size

Profile
Inside Ø

(mm)
Outside Ø

 (mm)

Stat.
radius 

(mm)
PU  

(m)NW Metric

LLPA LLPA-07A LLPA-07S 07 10 T 6.2  10.0  15  50

LLPA-10A LLPA-10S 10 12 T 9.6  13.0  20  50

LLPA-12A LLPA-12S 12 16 T 12.0  15.8  30  50

LLPA-17A LLPA-17S 17 20 T 16.2  21.2  40  50

LLPA-23A LLPA-23S 23 25 T 22.6  28.5  45  50

LLPA-29A LLPA-29S 29 32 T 29.0  34.5  55  50

LLPA-36A LLPA-36S 36 40 T 36.5  42.5  60  30

LLPA-48A LLPA-48S 48 50 T 47.5  54.5  70  30

LLPAG-17A LLPAG-17S 17 20 G 15.8  21.2  40  50

LLPAG-23A LLPAG-23S 23 25 G 21.9  28.5  45  50

LLPAG-29A LLPAG-29S 29 32 G 27.6  34.5  55  50

LLPAG-36A LLPAG-36S 36 40 G 36.0  42.5  60  30

LLPAG-48A LLPAG-48S 48 50 G 47.0  54.5  70  30

LLPAG-56A LLPAG-56S 56 68 G 56.3  67.2  120  30

LLPAG-70A LLPAG-70S 70 80 G 68.0  80.0  160  10

LLPAG-95A LLPAG-95S 95 106 G 91.9  106.0  210  10

LLPAG-125A LLPAG-125S 125 146 G 126.5  146.5  450  06

For machine building, installation and construction industries
Good ductility
Good mechanical characteristics

—	
Type LLPA - Very flexible, medium-duty

Approvals

Ductility

Fatigue reversed bending

Compression resistance

Low temperature performance

Weathering resistance

PPCOF Index

min.                                                      max.

Materials Temperature range Colour 

Specially modified polypropylene PP –20oC to +105°C  Black 

Short-term to +150°C

Certification Fire performance UV Resistance

- – –

 
Order no. 
(black)

Conduit size Inside Ø
(mm)

Outside Ø
 (mm)

Stat.  
radius 

(mm)
PU  

(m)NW Metric

PPCOF PPCOF-07B 07 10 5.6  10.0  25  50

PPCOF-10B 10 12 8.5  12.8  28  50

PPCOF-12B 12 16 11.0  15.6  35  50

PPCOF-17B 17 20 15.1  21.1  45  50

PPCOF-23B 23 25 22.1  28.4  60  50

PPCOF-29B 29 32 26.6  34.5  100  50

PPCOF-36B 36 40 31.8  42.4  120  30

PPCOF-48B 48 50 43.9  54.1  140  30

PPCOF-70B 70 80 60.5  78.0  200  10

For machine building and plant construction
For trouble-free retrofitting and applicable for repairs
Can be opened and closed again in longitudinal direction any time
Good reversed bending resistance

—	
Type PPCOF - Flexible, divisible

Ductility

Fatigue reversed bending

Compression resistance

Low temperature performance

Weathering resistance


