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Triple-plated ratchet gear
extends tool life

Electrical & Industrial Cable Crimpers

1300 Series Crimpers

Paladin’s 1300 Series is the original interchangeable-die crimping
system – all the rest are mere copies of our innovation. It continues
to be the answer for precision-crimping at an affordable price with 
over 45 die sets available for the most popular connectors. See 
crimp chart for specific connector and crimp dimensions.

Features:

■ Fully-ratcheting cycle with built-in safety release
■ Interchangeable die sets of heat-treated steel for long life
■ Easy to use and maintain
■ Available as complete tool with die set inserted or 

separate tool frame and individual die sets
■ Foam-lined case available to hold frame and 6 die sets together
■ Lifetime warranty on tool; one-year on die sets

Advantages:

■ EZI-Change™ die screws make changing dies quick and easy –
no screwdriver required

■ Most precise and tightest tolerances on die sets in the industry
■ Six ratchet gear settings for optimum crimp performance 

(see page for 105 for additional details)

Technical Weight Length
Crimp tool frame 10.4 oz (296 g) 8.9" (225 mm)
Die set 2 oz (57 g) 

Ordering Part Number
Crimp tool frame 1302
Replacement EZI-Change™ die screws (2) 2303
Replacement fixed die screws (2) 2306
Replacement handles 1300.9
1300 crimp case 901013

Int’l Phone 001.804.550.1121
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Fully ratcheting action and
built-in safety release.

EZI-Change™
Thumb Screws

Ratchet gear settings
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Crimpers Electrical & Industrial CableInt’l Fax 001.804.550.0610

Tool & Die: 1305 Insulated Terminals and Lugs, Solid or Stranded Wire, 22-10 AWG (.34-6.0 mm2),
Die Only: 2035 12-10(Yellow)/16-14(Blue)/22-18(Red) (6-4/2.5-1.5/.34-.75 mm2),

For Large Professional Terminals (Panduit, T & B, etc.)

Tool & Die: 1308 Insulated Terminals and Lugs, Solid or Stranded Wire, 22-10 AWG (.34-6.0 mm2),
Die Only: 2040 10-12(Yellow)/16-14(Blue)/22-18(Red) (6-4/1.5-2.5/.34-.75 mm2),

For Standard Commercial Terminals (Hardware Store Brands)

Tool & Die: 1334 Insulated Terminals and Lugs, Solid or Stranded Wire, 26-14 AWG (.10-2.5 mm2),
Die Only: 2029 16-14(Blue)/22-18(Red)/22-26(Yellow) (1.5-2.5/.34-.75/.34-.10 mm2),

For Smaller Wire Barrel Terminals

Tool & Die: 1322 Non-Insulated Terminals and Lugs, Solid or Stranded Wire, 22-8 AWG (.34-10 mm2),
Die Only: 2031 10-8/14-12/18-16/22-20 (6-10/2.5-4/.75-1.5/.34-.50 mm2)

For Standard Commercial Terminals

Tool & Die: 1306 Open Barrel Non-Insulated Terminals and Lugs - narrow, Stranded Wire,
Die Only: 2033 22-14 AWG (.34-2.5 mm2), F-Type*, 22-18/16-14/12-10,

(.34-.75/1.5-2.5/4-6 mm2), For Standard Commercial Terminals

Tool & Die: 1358 Open Barrel Non-Insulated Terminals and Lugs - wide, Stranded Wire,
Die Only: 2096 22-14 AWG (.34-2.5 mm2), F-Type*, 16-14/22-18 (1.5-2.5/.34-.75 mm2)

For Standard Commercial Terminals

Tool & Die: 1359 Open Barrel D-Sub Contact Pins, Stranded Wire, 28-20 AWG (.08-.5 mm2),
Die Only: 2097 F-Type*, 28-24/22-20 (.08-.2/.34-.5 mm2)

For Standard D-sub Pins Only

NOTE:  For the crimpers and die sets above, the pin AWG size must be inside the range of the crimp area AWG size to work. 
For example, if the area is for 28-24 AWG, the pin must have an AWG size rating between 28-24, no smaller and no larger. 
In this example, a 28-22 AWG rated pin will not work; it is too large in size.

*This is also known as “B-Type.”

Tool & Die: 1360 Insulated & Non-Insulated Wire Ferrules, Stranded Wire, 22-10 AWG
Die Only: 2095 (.34-6.0 mm2), 22-20/18-16/14-12/10 (.34-.50/.75-1.5/2.5-4/6 mm2)

For DIN or US Type Wire Ferrules

Part Numbers Description

Insulated Terminal Crimpers 

Non-Insulated Terminal Crimpers 

Open Barrel Contacts, Box Contacts, and Terminals Crimpers

Wire Ferrule Crimpers
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