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‡See pages D3.58 – D3.61 for tool and die information.
*Not tested to NEBS Level 3 requirements.
**Consult cable manufacturer for voltage stress relief instructions with applications greater than 2000 V.

Code Conductor, One-Hole, Standard Barrel with Window Lug (continued)

LTBW
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LCA1/0-14-X

1/0 AWG

1/4 0.76 0.94 0.12 1.95 Pink P42 12 42 1 10

LCA1/0-56-X 5/16 0.76 0.94 0.12 2.00 Pink P42 12 42 1 10

LCA1/0-38-X 3/8 0.76 0.94 0.12 2.08 Pink P42 12 42 1 10

LCA1/0-12-X 1/2 0.80 0.94 0.12 2.31 Pink P42 12 42 1 10

LCA2/0-14-X

2/0 AWG

1/4 0.85 0.98 0.13 2.09 Black P45 13 45 1 1/16 10

LCA2/0-56-X 5/16 0.85 0.98 0.13 2.09 Black P45 13 45 1 1/16 10

LCA2/0-38-X 3/8 0.85 0.98 0.13 2.15 Black P45 13 45 1 1/16 10

LCA2/0-12-X 1/2 0.85 0.98 0.13 2.40 Black P45 13 45 1 1/16 10

LCA3/0-14-X

3/0 AWG

1/4 0.96 1.14 0.13 2.28 Orange P50 14 50 1 3/16 10

LCA3/0-56-X 5/16 0.96 1.14 0.13 2.28 Orange P50 14 50 1 3/16 10

LCA3/0-38-X 3/8 0.96 1.14 0.13 2.34 Orange P50 14 50 1 3/16 10

LCA3/0-12-X 1/2 0.96 1.14 0.13 2.59 Orange P50 14 50 1 3/16 10

LCA4/0-14-X

4/0 AWG

1/4 1.06 1.19 0.14 2.36 Purple P54 15 54 1 1/4 10

LCA4/0-56-X 5/16 1.06 1.19 0.14 2.38 Purple P54 15 54 1 1/4 10

LCA4/0-38-X 3/8 1.06 1.19 0.14 2.45 Purple P54 15 54 1 1/4 10

LCA4/0-12-X 1/2 1.06 1.19 0.14 2.68 Purple P54 15 54 1 1/4 10

LCA250-14-X

250 kcmil

1/4 1.17 1.25 0.14 2.47 Yellow P62 16 62 1 5/16 10

LCA250-56-X 5/16 1.17 1.25 0.14 2.48 Yellow P62 16 62 1 5/16 10

LCA250-38-X 3/8 1.17 1.25 0.14 2.55 Yellow P62 16 62 1 5/16 10

LCA250-12-X 1/2 1.17 1.25 0.14 2.78 Yellow P62 16 62 1 5/16 10

LCA300-56-X

300 kcmil

5/16 1.19 1.44 0.16 2.94 White P66 17 66 1 1/2 10

LCA300-38-X 3/8 1.19 1.44 0.16 2.94 White P66 17 66 1 1/2 10

LCA300-12-X 1/2 1.19 1.44 0.16 3.05 White P66 17 66 1 1/2 10

LCA300-58-X 5/8 1.19 1.44 0.16 3.26 White P66 17 66 1 1/2 10

LCA300-78-X 7/8 1.19 1.44 0.16 3.70 White P66 17 66 1 1/2 10

LCA350-38-X

350 kcmil

3/8 1.28 1.44 0.17 2.98 Red P71 18 71 1 1/2 10

LCA350-12-X 1/2 1.28 1.44 0.17 3.09 Red P71 18 71 1 1/2 10

LCA350-58-X 5/8 1.28 1.44 0.17 3.30 Red P71 18 71 1 1/2 10

LCA350-78-X 7/8 1.28 1.44 0.17 3.74 Red P71 18 71 1 1/2 10

LCA400-38-6

400 kcmil

3/8 1.39 1.50 0.18 3.22 Blue P76 19 76 1 9/16 6

LCA400-12-6 1/2 1.39 1.50 0.18 3.22 Blue P76 19 76 1 9/16 6

LCA400-58-6 5/8 1.39 1.50 0.18 3.43 Blue P76 19 76 1 9/16 6

LCA400-78-6 7/8 1.39 1.50 0.18 3.82 Blue P76 19 76 1 9/16 6

LCA500-38-6

500 kcmil

3/8 1.54 1.75 0.22 3.39 Brown P87 20 87 1 13/16 6

LCA500-12-6 1/2 1.54 1.75 0.22 3.55 Brown P87 20 87 1 13/16 6

LCA500-58-6 5/8 1.54 1.75 0.22 3.76 Brown P87 20 87 1 13/16 6

LCA500-34-6 3/4 1.54 1.75 0.22 3.90 Brown P87 20 87 1 13/16 6

LCA500-78-6 7/8 1.54 1.75 0.22 4.15 Brown P87 20 87 1 13/16 6

LCA500-1-6 1 1.54 1.75 0.22 4.27 Brown P87 20 87 1 13/16 6

LCA600-12-6

600 kcmil

1/2 1.70 1.75 0.26 4.20 Green P94 22 94 1 13/16 6

LCA600-58-6 5/8 1.70 1.75 0.26 4.20 Green P94 22 94 1 13/16 6

LCA600-78-6 7/8 1.70 1.75 0.26 4.20 Green P94 22 94 1 13/16 6

LCA750-58-6 750 kcmil 5/8 1.89 1.88 0.26 4.59 Black P106 24 106 1 15/16 6




