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1. ALL SPLIT BOLT COMPONENTS ARE ALUMINUM
   ALLOY MATERIAL.
 
2. SPLIT BOLT BODY, SPACER AND PRESSURE BAR
   ARE ELECTRO TIN PLATED.
 
4. U/L LISTED PER UL486B- 90 C RATED.
   C.S.A. CERTIFIED
  
5. FOR INSTALLATION OF 90  C MAX RATED
   CONDUCTORS IN NEC APPLICATIONS THERE IS
   NO NEED TO SCRATCH BRUSH AND NO NEED
   TO USE OXIDE INHIBITING COMPOUND. FOR
   ALL OTHER APPLICATIONS OXIDE INHIBITING
   COMPOUND IS RECOMENDED.
 
6. RATED FOR ALUMINUM TO ALUMINUM,      
   ALUMINUM TO COPPER AND COPPER TO     
   COPPER CONDUCTORS.                   
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ALUMINUM SPLIT BOLT CONNECTORS
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MAX. RUN TO MAX. TAP MIN. RUN TO MIN. TAP MAX. RUN TO MIN. TAP

#6 STR(.184)

#4 STR(.232)

#2 STR(.292)

#1/0 STR(.373)

#2/0 STR(.418)

#4/0 STR(.528)

#6 STR(.184)

#4 STR(.232)

#2 STR(.292)

#1/0 STR(.373)

#2/0 STR(.418)

#4/0 STR(.528)

#8 STR(.146)

#10 S0L(.102)

#8 SOL(.129)

#6 SOL(.169)

#2 STR(.268)
(COMPACT)
#2 STR(.268)
(COMPACT)
#2 STR(.268)
(COMPACT)

#10 S0L(.102)

#10 S0L(.102)

#8 SOL(.129)

#8 STR(.146)

#6 STR(.184)

#6 STR(.184)

#4 STR(.232)

#2 STR(.292)

THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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