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NOTES:

1) UL LISTED AND CSA CERTIFIED FOR:
   A. 600V. MAX. BLDG. WIRE
      (1000V. MAX. IN SIGNS, FIXTURES & LUMINARIES)
   B. 221 F. (105 C) MAX. TEMP. RATING
   C. #18-14 AWG SOLID OR STRANDED COPPER WIRE WITH 
      THE CT-550, CT-1550, CT-1551, CT-460
      (UL ONLY, AND MIL CLASS 2), CT-400 (UL ONLY,
      MIL CLASS 2) INSTALLATION TOOLS
   D. #16-14 AWG SOLID OR STRANDED COPPER WIRE WITH
      THE CT-100 INSTALLATION TOOL

2) MATERIAL:
   A. STAMPING- .03" (.8) THK. COPPER, TIN PLATED
   B. HOUSING-  NYLON, BLUE
   C. SLEEVE- BRASS, TIN PLATED

3) WIRE STRIP LENGTH- 7/32" +1/32,-0 (5.6, +.8,-0)

4) SEE www.panduit.com FOR PART NUMBER
   SUFFIX DESIGNATION FOR PACKAGE SIZE.

5) DIMENSIONS IN PARENTHESIS ARE IN MILLIMETERS

 Panduit part numbers shown on this drawing meet the material
 requirements of RoHS (EUROPEAN DIRECTIVES 2002/95/EC) as
 proposed by the Technical Adaptation Committee
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