
2GB0239FVCHG REV 1 RELEASE DATE. TYPING ERROR
WAS 3/26/01 S/B 3/26/02LGG4/8/022

1GB0239FVUPDATED PANEL THICKNESS (SEE ECN)LGG3/26/021

CPE

NOTES:
  1) GEE 47 N - C
                   100 FEET PER PACKAGE
                   NYLON
                   MAX. PANEL THICKNESS
                   SLIT WALL GROMMET EDGING
  2) COLOR -- NATURAL (CLEAR TO MILKY WHITE)
  3) SLOTTED WALL NYLON EDGING SHOULD BE USED
     TO DRESS INSIDE PANEL CUT OUTS, AND IS NOT
     RECOMMENDED FOR OUTSIDE PANEL EDGES.

CHANGED CAD FILENAME AND ADDED NOTE #3.8-5-98 RR

G03597LX_DC_G00239FV-DC_03A.PRT
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NYLON GROMMET EDGING -- GEE
(CUSTOMER DRAWING)
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PLASTIC DIM.PANDUIT
PART NO.

3 7/18/12 LEF
A: ADDED"CLEAR TO MILKY WHITE"TO NOTE#2
B: CHANGED PLASTIC DIM.A 5.4 TO 5.3 
   ON PART GEE134N-C GB0239FV 3VJS RAMI
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TINLEY PARK, ILLINOIS
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