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Optional 
Signal Tower LR series optional parts

For direct mounted models

Circular Bracket
Model: SZW-001W

■Mounting dimensions diagram (units: mm)
90°

Mounting holes 
(4 x φ6 holes)

φ73

Wiring hole (φ12)

M5 mountRecommended 
tightening torque

1.4N・m

Materials: 

SPCE

Wallmount Bracket
Model: SZK-002W/U/K            　　　　　　SZK-003W/U/K            　　　　　　　　 　SZK-004W

■Mounting dimensions 
diagram(units: mm)

φ54

Mounting holes 
(4 x φ6 holes)

Wiring can be taken out 
in the bracket direction

*M16 x P1.5 cable gland mounting
Please purchase separately.

Wiring hole (φ15)
(2

5)

Materials: PC Materials: PC

For LR4/5 For LR6/7 For LR6/7

L Angle
Model: SZL-001

■Mounting Dimensions
　（Units ： mm）

75

3

55

5

(20)

φ9

2-φ11φ5 (20)

φ22.5
(R20)

32

20
*1

35
*2

30

80

12.2 N.m
Recommended Torque

※1：Ｍ8×2
Screw / Nut

※2：Ｍ10×2

Materials：SPHC-P

For aluminum pole (T type)

Circular Bracket
Model: SZP-002U

Mounting holes (4 x φ5 holes)
Mounting holes (4 x φ5 holes)

90°

φ54 - φ56
φ73

Wire Distribution Hole (φ12)

■Accessory: pole waterproof ring
Bind taping screws (2 screws)

Materials: ADC12

M4 mountRecommended 
tightening torque

0.6 N.m

Circular Multi Pitch 
Bracket
Model: SZP-001W/U/K

■Mounting dimensions 
diagram (units: mm)

M4 mountRecommended 
tightening torque

0.6 N.m

90°

120°

Mounting holes (3 x φ5 holes)
Mounting holes (4 x φ5 holes)
φ54 - φ56
φ40-φ50

Wiring hole (φ12)

■Accessory: waterproof packing
Pole waterproof ring
Bind taping screws (2 screws)

Materials: PC
■Mounting dimensions 
diagram (units: mm)

For aluminum pole (N type)

■Accessory: waterproof packing
Pole waterproof ring
Bind taping screws (2 screws)

Circular Bracket
Model: SZP-003W/U/K

■Mounting dimensions diagram 

(units: mm)

Wiring hole (φ12)

120°
120°

φ40

Mounting holes (3 x φ5 holes)

Materials: PC

M4 mountRecommended 
tightening torque

0.6 N.m

Tilt about 15° 
to the left

while pushing 
down.Body side

1 Tilt the body to the left while pushing down 
the stopper on the lower part of the bracket. 
(Unlock to free the body side)

2 Pull the body side and tilt to the right. 
(into a position about 15° from horizontal)

Pull out, push in

about 15°

To the right, push

3 The body in to the right, then turn to the right. 
(Turn it tightly until it locks into place with a click)

Click

Tilt Bracket
Model: SZQ-001W

■Mounting dimensions 
diagram 
(units: mm)

90°45°45°

■Tiltable range

■Accessory: pole waterproof ring
Bind taping screws (2 screws)

Mounting Hole (φ6 x 4 places)
Mounting Hole (φ6 x 4 places)

Stopper side

φ54 - φ56

90°

18.
5

Wire Distribution Hole (φ15)

φ73 Watch the video

Materials: PC

M5 mountRecommended 
tightening torque

1.4N・m

For aluminum pole 
(N/T type)

Wallmount Bracket
Model: SZK-001U

Materials: ADC12

■Mounting dimensions 
diagram (units: mm)

■Accessory: with hexagon 
socketSet screws (2screws)

Mounting holes (3 x φ6 holes)46

(2
5)

80 Wiring hole (φ15)
M5 mountRecommended 

tightening torque

1.4N・m

M5 mountRecommended 
tightening torque

1.4N・m

100mm

300mm

500mm*

800mm*

1000mm*

100mm

300mm

500mm

800mm

1000mm

Type: POLE22-0100AN(K)

Type: POLE22-0300AN(K)

Type: POLE22-0500AN

Type: POLE22-0800AN(K)

Type: POLE22-1000AN

Type: POLE22-0100AT

Type: POLE22-0300AT

Type: POLE22-0500AT

Type: POLE22-0800AT

Type: POLE22-1000AT

■Aluminum pole

N type

NK type

T type

(Bind tapping screw for affixing pole (2 screws) included)

*When cutting the poles, do not cut with pole cutters. Use a fret saw, power saw, or jigsaw.
*If changing from direct mounting specifications to pole mounting specifications, please purchase pole brackets (repair 
parts) together with the aluminum pole as a single item.

*Compatible brackets: SZK-001U, SZP-002U, SZ-010
*We accommodate pole lengths other than the above as custom orders.
Compatible pole lengths: 150mm, 200mm, 250mm, 350mm, 400mm, 450mm, 600mm, 700mm, 900mm

Nut
included

Model Name

□ Outline

SZW-940U

Signal Tower Size

Product
Conversion

φ40mm

LCE-AW
→ LR4-WJ

SZW-950U

φ50mm

LE-W/LES-AW/LU5
→ LR5-WJ

SZW-960U

φ60mm

LME-W
→LR6-WJ

SZW-970U

φ70mm

LHE/LU7
→ LR7-WJ

New Product

Current
Product

Model

LCE, LCS
LE, LES

LU5
LME, LMS

LHE
LU7
LR

Material

Iron
Iron

-
L：Iron　P：Aluminum

-
-

Aluminum

Compatible with LR Pole?

No
No
-

Yes
-
-

Yes

Model Name

□ Outline

SZP-917U

Pole diameter
compatibility 21.7mm→17.3mm

■Pole-compatible Adaptor

■Compatible Direct Mount Bracket

(Unit: mm)

Wire
Exit Hole
（φ12）

Mounting
Hole
（3−φ4）

120° 120°

φ30
Nameplate
Location

Note : Cable exit hole for current
            products and New products is different

Mounting
Hole
（3−φ4）

φ30

12
.5

Nameplate
Location

Wire
Exit Hole
（φ13）

Buzzer
Direction

LE φ50 LR4 φ40 LR5 φ50

New ProductCurrent Products
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CLN
Waterproof and Oil Resistant LED Work Light

The CLN Series was designed especially for the machine tool industry where oil, 
oil mist, other cutting fluids and debris is constantly present (rated IP66G and 
IP67G). Its ability to pan and tilt allows operators to point the light where it's 
needed most. The aluminum body and tempered glass protect the unit from hot 
flying debris. The 6500K color temperature (daylight white) allow objects to be 
seen clearly.

Tilt only
(T type)

Pan & Tilt
(PT type)

Specifications

IP66G IP67G IP69K RoHS 85
mmUL

Daylight color Daylight color

Dimensions (mm)

CLN-24-CD-T

CLN-24-CD-PT

Daylight color

Daylight color

Model Light source color Rated Voltage Operating 
Voltage Range

Rated Current 
Consumption

Central illuminance
(lx/1.0m) Body materials Operating 

Temperature Range
Protection Rating Vibration Resistance

Rated Voltage
±10%

174mA
±10%/4.2W

Total luminous flux
(typ.)

Mounting location/
mounting direction

IP66G/IP67G
(JIS C0920)

IP69K
(DIN 40050 part 9)
(Excludes cable tip 

component)

-40℃ - +60℃
(90%RH or less,
no condensation)

Indoor/
omnidirectional

Body: aluminum alloy/
Light-emitting component: 

tempered glass

Mass

0.36kg

0.43kg

820

820

550lm

550lm

24V DC

30Hz total amplitude 0.3mmp-p
2 hours each up-down, left-right, forward-back

Total amplitude 0.3mmp-p
(10-57Hz),

Acceleration 19.6m/s2
(57-150Hz)

(JIS C60068-2-6)

■Tilt only (T type) ■Pan Tilt (PT type)

Mounting pitch (2-M6)(26 pitch) Mounting pitch (4-M6)(45 pitch)

11
8 10

2

□85

φ
4.9

[Cable specif icat ions] 
　AWG22x2 core
　3000mm

Cable gland

Tilt bracket

□85

12
8

φ
4.9

Body

Light-emitting component

Pan bracket Tilt bracket

Cable gland

[Cable specif icat ions] 
　AWG22x2 core
　3000mm

10
2

*Direct mounting service hole
　(2-M5)(16 pitch)

Produc t was immersed in the o i ls l is ted be low in 1:20 d i lu t ion at 55oC for 240 hours (10 days).

Company Name Oil Name

Passed Oil-proof Test

Hangsterfer S500

Yushiroken Synthetic #663

Syntilo 9954

Blasocut BC35LFSW

Hangsterfer's

Yushiro Chemical Industry Co., Ltd.

Castrol

Blaser Swisslube

At the conclusion of each test the product was examined and it was confirmed that there was no swelling, 
contraction, dissolution, exfoliation, separation, cracks, discoloration, and penetration.

It is recommended that careful investigation be made before purchase since additive agents in oil may differ from 
those tested and may influence the physical properties of the product.

*Company names, product names, trademarks, etc. of those listed in the table are each company’s registered 
trademarks in Japan or other countries.

Oil-Proof Test

Flexible Angle Adjustment
■Tilt only (T type) ■Pan & Tilt (PT type)

Can tilt 180o and can be folded to 
33mm for easier installation.

Can tilt 180o or rotated 120o to fit any application. Can be folded to 
43mm for easier installation.

  Adjustment angle
 180°

  Adjustment angle
 180°

 Adjustment angle 120°

Body

Light-emitting component

Model Code

CLN-24-CD-PT
Movable Type

T
PT

Tilt
Pan/Tilt

C
LN



183

Platform Bracket

Heat-resistant ABS

Heat-resistant ABS (silver paint)

Model Compatible models

SZ-100
LS7

Material

SZ-100D
SZ-100S

■Units of each dimension diagram are in mm.

SZ-100 type 
(off-white) ■When mounting SZ-100

Dimensions

Without 
buzzer

Audible 
available

43
4

27

15
0

φ70

φ70

39
4

SZ-100D type 
(off-dark gray)

SZ-100S type 
(silver)

SZ-010 type 
(for φ21.7 holes)

SZ-016A type 
(for φ21.7 holes)

46

φ68

φ54

Mounting 
hole 4-φ5

65

φ100±0.5

φ73

Mounting 
holes 

4-5.2×7

12

Pole  
lower end 
position

Model Compatible models
SZ-010 LR, LA6, RUP, LR6-USB

LA6, RUP, LR6-USB

Material

12 types of aluminum 
alloy die castingSZ-016A

■Units of each dimension diagram are in mm.

Circular mounting pedestal

For LR6-USB

Mounting Pole
■Units of each dimension diagram are in mm.

SZ-40L type SZ-40T type
□70

Round mounting seat   
SZ-010 type included

Mountain brackets 
including SZ-013 type

Mounting Surface

SZ-30L type SZ-30T type
φ81

Round mounting seat   
SZ-010 type included

*Cannot be combined with mounting rubber (SZ-200A, SZ-210).

Mountain brackets 
including SZ-013 type

SZ-70L type
φ60

Mountain brackets 
including SZ-013 type

Steel pole

22POLE-1000

Compatible modelsL type 
bracketPole

Mounting Pole

Cord
Bushing

Round mounting 
base

LA6

KUS

RS, RLE,
RU, RH-A
PS,PES-A,

RHE(B),
SKH-A,
SKH-EA
SKHE

ADC12...12 types of aluminum alloy die casting  SPHC...hot rolled soft sheet steel (general use)  EPT...ethylene‐propylene rubber
*When using the SZ-□type mounting bracket, a cable extension may be necessary depending on the product.

Model

SZ-40L

SZ-40T

Bracket

ADC12

ABS 
resin Carbon steel pipe 

11-A for 
mechanical 

structure

SPHC EPT －

SPHC EPT －

－

－

－

－

ADC12

ADC12

SZ-70L

SZ-30L

SZ-30T

LA6

Compatible models

Carbon steel pipes for 
ordinary piping

Material

φ21.7mm 
pole300mm
φ21.7mm 
pole500mm
φ21.7mm 

pole1,000mm

Specification

LR6-USBUse with 
SZW-004WAluminum

φ21.7mm 
pole100mm
φ21.7mm 
pole300mm
φ21.7mm 
pole800mm

22POLE-300

22POLE-500

   22POLE-1000

POLE-100A21

POLE-300A21

POLE-800A21

Model

SZP-004W POLE-100A21

POLE-800A21

POLE-300A21

800mm

300mm 100mm

120°12
0°

3-φ
4.2φ

40
Po

le
 le

ng
th

Po
le

 le
ng

th

Mounting Surface Mounting Surface

Po
le

 le
ng

th

Po
le

 le
ng

th

Mounting Surface

Mounting Surface

Po
le

 le
ng

th

φ

φφ

φ

φ

□ □ φ

φ

φ

φ

φ

SZ-904 SZ-903

43

27.2

3/4” NPT

18

M22× P1.5

43

22

1/2” NPT

18

M17×P1.5

NPT Adaptor

Op
tio
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l 
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Front View Side view

Top 
view

Installation Dimension Drawings

M5 screws x 25

10
1.5

204

Power supply wire insertion hole φ35

164

17
.5

60 13.2 75
42

.7
96

75
130

2-R2.1

17
2

117.5
Pitch 

60°

74

φ120

φ35

2-R4.5

4-φ7
φ140

2-R3
φ50

4-φ7

2-φ7 for 
LKEH

2-φ10 for 
LKEH

φ70

21 18

74
5

SZ-023 

Installation image*RFT type is 
not compatible.

Units: mm

Wall Mount Bracket

SZ-008

SZ-007

10
060

190
150

20

Mounting 
holes 6-φ7

21
05

11
5

74

φ50
φ70
φ120
φ140

φ26
6-9×21

6-6×18
2-φ10

4-φ774

11
0

45

21
.5

62

30

38

90
70

8

Mounting 
hole 4-φ6

φ70

φ14

φ50
φ40

3-6×11
6-φ6

φ26

Units: mm

Units: mm

SZ-170 

SZ-110 
(off-white)

SZ-110D 
(off-dark gray)

SZ-110S 
type (silver)

3-φ6

2-φ5.8
3-φ5.8

φ5.8

φ54

6-R3

2-R2.9

60

107

105
7028

12
0°

8038

42
.5

22

φ70
Units: mm

RF-001 

Installation Dimension Drawings

11
0

52

50

17
.5

84

40

5.5

100

R12.5

115

20

158

R3.2
3-φ6.4

Installation Image

Units: mm

*RFT type is not compatible.

*Attach using the M6 screw in 2 places`

Wire hole

Mo
unt

ing
  ho

le p
itch

 

Multi-mount Bracket  SZ-130

SZ-130 SZ-130S SZ-130D

*1 Mounting direction may be restricted depending on the wall surface direction.
Parts which protrude from the main body cannot be mounted backwards.

*2 SZ-007 is not compatible with LGE/LKEH.
*3 Please note that SKHE (B), SKH (B) -A, and SKH-EA AC100V specifications do not pass 

through the center hole of the side panel as they come with a power socket.

Electro galvanized zinc plated steel
LHE and φ50, 70 mounting pitch type*2

φ50, 70, 120, and 140 mounting pitch type.
and □74 type

SZ-110
SZ-110D

Heat-resistant ABS (silver paint)SZ-110S
SUS304SZ-170 LFH and φ50, 70 mounting pitch type*3

Model Material Compatible models

Bracket: steel (powder coating)
Bracket cover: resin (AES)

φ50, 70, 120, and 140 mounting pitch type.
and □74 type*1

ABS resin RFV, RFT
SZ-007

SZ-008

SZ-023

RF-001

Heat-resistant ABS LS7

Polycarbonate

SZ-310AR

CLASZ-310ARM
SZ-310AS
SZ-310ASB

■Units of each dimension diagram are in mm.

Op
tio
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φ

φ

φ

Mounting Bracket for LED Work Light

Rear attachment screw mount (2 included)
SZ-310AR SZ-310AR and 

SZ-310ARM

SZ-310AS 

SZ-310ASB 

Rear attachment magnetic mount (2 included)
SZ-310ARM 

Side attachment screw mount (2 included)
SZ-310AS 

Rear attachment screw mount. 
Compatible with CLB-24N. (2 
included)

SZ-310ASB 

Mounting Gasket

RH(B)-A
Dimensional diagram of mounting face

RU,RS,RLE, PS, PES-A
Dimensional diagram of mounting face

SZ-200A 

SZ-210 

φ82

10

φ70
R14

120°

20°

120°

3 Mounting Holes - φ6
Nameplate Location

Cord takeout position

φ50

120°22

10

120°

3 Mounting Holes - φ5

Nameplate Location

Cord takeout position

φ100

Ethylene‐
propylene rubber

SZ-200A

Model Material Compatible models

RH(B)-A, RHE(B)
SZ-210 RU, RS, RLE, PS, PES-A, PSE

Locking Ring Rubber Cover

SKP-001 model

Model Compatible models
SKP-ASKP-001

■Units of each dimension diagram are in mm.

■Units of each dimension diagram are in mm.

(SZ-310 ARM Only)2-Magnet

(countersinking)

φ

Ceiling Mount Bracket

*Cannot be used in a location where it will in contact with water.

RF-002 

RF-002 ABS resin

Model Material Compatible models

RFV, RFT

Installation Dimension Drawings

116

27

120°

36°

φ70

Cable hole φ15

3 Mounting Holes - φ6

R41
Installation Image

Units: mm

*If screwing in 2 locations, use A-D and B-F; if mounting in 3 
locations, use A-C-E. Please mount with M6 screws.

Mounting hole

Wiring hole

φSZ-320KS 

120°120°

Installation Image
Units: mm

Mounting hole for CLK-24AG

CLK-001 type
60

48
7.8

Units: mm

Op
tio
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Mounting bracket

BK-001
Use 1 seal for installation (2 included)
Compatible models: BK, BKV, SPB-5E

BK-001 cannot be used with legacy products 
with embedded □130mm mounting holes.

□140

R5 R5

□130
□140

Positioning protrusion

BK-002-J (light gray)
BK-002-K  (dark gray)
Compatible models: BK, BKV, 
SPB-5E

Mounting image

□120
(126)

53.5
(71)BK/BKV and 

SPB-5E types

10

15

32

Installation Dimension Drawings
Screw mounted components

Wiring opening
(Knockout) Wiring opening

Accessory

Units: mm

Units: mm

Speaker

SPB-5E (5W 8Ω)

16
6 12

2

About 400mm from outlet

100

230

5838

10
5

186

SPW-5E (5W 8Ω)

SPB-2E-W (2W 8Ω) 
(off-white)

□75 19.9

7
5mm strip

50
0

SPL-5 (5W 8Ω)

□110

(148)

Mounting Dimensions

□
10

9.8

62.8
17.2

□120

Metal Fitting 
(accessory)

Units: mm

Units: mm

Units: mm

Units: mm

Solder terminal - Solder terminal +

Vibration plate

Rubber packing

Long hole enlarged Drawing

Long hole

Mounting Dimensions

95 or less

□120 mm (Bracket external diameter)

60 
(M

oun
ting

 ho
le p

itch
)

83.
5 (

Mo
unt

ing
 ho

le p
itch

)
φ

φ

φ

φ

φ

φ

φ

φ

φ
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SD card

Cable

Global AC adaptor

ADP-001
Compatible models
NH series, NBM-D88NN, PHE-3FB3,
PHC-D08, WDR-LE-Z2
Compatible countries
Japan, Europe, U.S., China, Korea, Taiwan, Thailand, Indonesia, Canada,
Philippines, Vietnam

SD card (2GB)
SDV-2GP

SZ-120-02 (2m) 
(XS2F-D821-DH0-R)
SZ-120-05 (5m) 
(XS2F-D821-GH0-R)
SZ-120-10 (10m) 
(XS2F-D821-JH0-R)
Supported type: LS7,LR6-WC

Connector with cable
(Omron model)
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